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FOREWORD. 


The  following  forms  of  orders  have  been  prepared  to 
secure  a  uniform  method  of  expression  in  notices  issued 
by  the  Department,  and  to  insure  uniform  treatment  of 
owners,  lessees,  etc.  so  as  not  to  require  from  different 
individuals  different  treatment  of  similar  conditions. 
These  orders  are  printed  solely  for  departmental  use. 

The  forms  attempt  to  provide  for  practically  every 
order  that  may  be  issued  by  the  Department,  and  it  is 
believed  that  the  most  frequent  violations  of  law  that  will 
be  found  have  been  covered. 

Blank  spaces  have  been  left  to  fill  in  the  particular 
location  and  description  of  the  matters  referred  to,  and 
wherever  possible,  suggestions  have  been  made,  in  paren- 
thesis, to  indicate  what  is  meant.  After  each  order  there 
is  a  reference  to  the  section  of  the  law  authorizing  the 
issuance  of  such  order. 

The  method  of  using  these  forms  of  orders  is  as  follows : 
The  inspector  furnishes  a  report  as  to  certain  unlawful 
conditions  found,  and  affixes  to  the  left  of  each  item  a 
number  corresponding  to  the  corrective  order  in  this  book ; 
this  report  will  be  reviewed  in  the  office  as  to  the  suit- 
ability of  the  number  applied.  This  number  will  indicate, 
to  the  stenographers,  the  form  of  order  that  should  be 
written  in  the  notice  sent  the  owner,  etc.  to  remedy  the 
infraction  of  the  law. 

Reports  of  inspectors  shall  be  made  in  accordance  with 
the  method  prescribed  in  General  Order  No.  10,  a  part  of 
which  is  herewith  repeated. 

1.    Handwriting  must  be  clear  and  easily  legible. 


2.  Clearness  of  Statement — Violations  must  be  stated 
in  clear,  short  sentences.  A  separate  sentence  must 
be  used  for  each  violation  reported  and  a  blank  line 
must  be  left  between  each  two  items. 

3.  The  following  method  must  be  observed  in  writing 
violations : 

a.  The  subject  and  defect  will  be  stated  on  a 
separate  line  beginning  one  inch  from  the  left 
of  the  form  thus : 

Plaster  broken  and  loose  at  the  following 
location : 

b.  On  the  next  line  below,  beginning  about  one  and 
one-half  inches  from  the  left  side  of  the  form, 
the  story  or  other  location  will  be  given. 

Plaster  broken  and   loose  at  the  following 
location : 
2nd  story. 

c.  A  half  inch  space  will  be  left  after  "story"  and 
on  the  same  line  the  inspector  will  state  the 
apartment  location  -  (Compass  points,  front, 
rear,  center)  and  immediately  after  the  loca- 
tion the  apartment  number,  in  parenthesis,  will 
be  given.  The  violation  will  be  completed  by 
giving  any  additional  information  necessary  to 
properly  locate  the  defect,  the  explanatory  note, 
the  remedial  recommendation,  the  section  of 
the  law  violated  and  finally  the  order  number  - 
thus : 

44.  Plaster  broken  and  loose  at  the  following 
location : 

2nd  story.  Apartment  at  rear  south,  (No. 
5),  walls  and  ceiling  of  kitchen,  front  room 
and  private  hall. 


NOTE :    Six  square  feet  down  in  kitchen. 
Repair — Sec.  78. 

Where  inspectors  find  violations  of  like  nature  existing 
in  several  apartments  they  shall  report  same  in  the  form 
of  sub-divisions  and  each  sub-division  shall  be  lettered — 
A-B-C-D,  etc.— thus: 

44.  Plaster  broken  and  loose  at  the  following  location: 
A — 2nd  Story  -  apartment  at  south,  (No.  5)  walls,  etc 
B — 2nd  Story  -  apartment  at  north,  (No.  4)  walls,  etc. 
C— 3rd  Story  -  apartment  at  south,  (No.  7)  walls,  etc. 
D — 4th  Story  -  apartment  at  north,  (No.  11)  walls,  etc. 
When  using  these  orders  in  connection  with  Converted 
Dwellings,  inspectors  shall  preface  the  order  number  by 
the  letters  CD.    This  will  indicate  that  all  orders  so 
marked  refer  only  to  Converted  Dzvellings. 
CD.  44.    Plaster  broken  and  loose. 

2nd  Story — apartment  at  front,  etc. 
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NOTES. 


To  be  appended  to  notices  of  violations  issued  to  owners, 
etc. 

Note  1. 

Before  doing  this  work  proper  plans  and  application 
must  be  filed  with  and  approved  by  this  Department  and 
the  Bureau  of  Buildings. 

Note  2. 

Before  doing  this  work  an  "Application  to  Repair"  must 
be  filed  with  and  approved  by  this  Department. 

Note  3. 

The  Tenement  House  Department  must  be  notified  when 
this  work  is  ready  for  inspection,  and  the  work  must  be 
approved  by  an  inspector  of  this  Department  before  it  is 
covered. 

Note  4. 

All  work  must  be  done  in  accordance  with  the  Plumbing 
Rules  and  Regulations. 

Note  5. 

When  any  portion  of  a  dwelling  is  required  to  be  fire- 
retarded  such  portion  shall  be  covered  with  metal  lath 
plastered  with  two  coats  of  mortar,  or  by  means  of  other 
approved  methods. 

Note  6. 

All  anchorages  must  be  inspected  and  approved  by  an 
inspector  of  this  Department  before  they  are  covered. 

Note  7. 

Repaired  plaster  surfaces  must  be  made  uniform  in  color 
before  this  Department  will  consider  the  work  as  satis- 
factory. 
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LIGHT  AND  VENTILATION  —  ROOMS 
AND  PUBLIC  HALLS 

1.  Provide  a  three  foot  by  five  foot  pulley  hung  win- 
dow, the  lower  half  glazed  with  translucent  glass,  or 
provide  an  alcove  opening  of  not  less  than  thirty-two  and 
one  half  square  feet  in  the  partitions  at  the  following 
location : 

STORY    Apartment  at  (Front,  rear,  east,  west), 

(No.  ,)   in    the  (first,  second) 

(cross,  fore  and  aft)  partition 
from  (front,  rear).  Section  213. 

2.  Provide  a  foot  by  foot  pulley 
hung  window,  the  lower  half  glazed  with  translucent  glass, 
or  provide  an  alcove  opening  of  square  feet  in 
the  partitions  at  the  following  locations : 

STORY   Apartment  at  (Front,  rear,  east,  west), 

(No.  ,)   in    the  (first,  second) 

(cross,  fore  and  aft)  partition 
from  (front,  rear).  Section  213. 

Direction  :  Use  where  3'  x  5'  windows  or  alcoves  thirty- 
two  and  one-half  square  feet  are  not  practicable. 

3.  Properly  kalsomine  or  paint  with  white  paint  the 
walls  and  ceilings  of  the  inadequately  lighted  rooms  at  the 
following  location: 

STORY    Apartment  at  (Front,  rear,  east,  west), 

(No.  ,)      the  (second,  third) 

rooms  from  (front,  rear). 

Section  213. 

Direction :  This  order  to  be  used  where  legal  windows 
or  alcoves  are  present  and  only  for  interior  rooms. 
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4.  Arrange,  so  as  to  readily  open,  the  windows  at  the 
following  locations : 

STORY   Apartment  at  (Front,  rear,  east,  west), 

(No.  ,)   in    the  (first,  second) 

(cross,  fore  and  aft)  partition 
from  (front,  rear).  Section  213. 

5.  Entirely  remove,  from  over  the  air  shafts,  the  sky- 
lights at  the  following  locations  : 

ROOF     at  (Front,  rear,  east,  west). 

Section  213. 

Direction:  Use  only  for  weather-proofed  shafts.  If 
such  shafts  are  not  drained,  proper  drainage  and  paving 
must  be  ordered. 

6.  Maintain  proper  ventilation  by  removing  all 
(wrappings,  obstructions,  boards)  from  the 

(louvres,  ventilators,  windows,  skylight)  at  the  following 
location : 

ROOF— BULKHEAD  Section  213. 

7.  Provide  fixed  ventilation  of  at  least  forty  square 
inches  at  the  following  location : 

ROOF— BULKHEAD  directly  over  the  stairwell. 

Section  220. 

Direction:  Use  where  there  is  no  skylight  and  each 
story  is  provided  with,  and  adequately  lighted  by,  windows 
to  the  outer  air,  from  the  stair  halls. 

8.  Provide,  directly  over  the  stairwell,  a  ventilating 
skylight,  with  ridge  ventilators  having  a  minimum  open- 
ing of  forty  square  inches  and  with  fixed  or  movable 
sashes,  the  glazed  area  of  such  skylight  to  be  not  less 
than  square  feet. 
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The  skylight  shall  be  provided  at  the  following  loca- 
tion: 

ROOF      of  (main  building  bulkhead). 

Note:  The  skylight  must  be  glazed  with  plain  glass 
and  the  upper  and  under  surfaces  thereof  must  be  pro- 
tected by  wire  screens  having  three-quarter  inch  mesh. 
The  wire  of  the  screen  shall  not  be  less  than  No.  12  U.  S. 
Gauge.  Section  220. 

Direction :  Use  where  there  is  no  skylight  and  no 
windows  from  each  public  hall  to  the  outer  air.  Buildings 
up  to  and  including  three  stories,  order  skylight  nine 
square  feet  in  area. 

Buildings  three  stories  and  basement,  four  stories  and  four 
stories  and  basement,  order  skylight  12  square  feet  in  area. 
Buildings  five  stories  and  over,  order  skylight  twenty 
square  feet  in  area. 

CD.  9.  Provide,  directly  over  the  stairwell  a  ventilating 
skylight  with  ridge  ventilators  of  forty  square  inches,  the 
area  of  such  sk>'light  to  be  not  less  than  nine  square  feet. 

The  skylight  shall  be  provided  at  the  following 
location : 

ROOF      of  (main  building,  bulkhead). 

Section  178. 

10.  Provide  ridge  ventilation  of  at  least  forty  square 
inches,  or  either  fixed  or  movable  louvres  or  movable 
sashes  in  the  present  sk>'light  at  the  following  location : 

ROOF— BULKHEAD  Section  220. 

Direction:  Use  where  the  present  skylight  provides 
sufficient  light  but  is  not  provided  with  ventilation. 


12 


11.  Make  effective  the  light  and  ventilation  of  the 
skylight  by  removing  from  beneath  same  the  present  dome- 
light  located  in  the  ceiling  at  the  following  location : 

STORY— PUBLIC  HALL  Section  220. 

12.  Make  effective  the  light  and  ventilation  of  the 
present  skylight  by  enlarging  the  opening  in  the  ceiling 
at  the  following  location : 

STORY    immediately  below  the  skylight  in  the  roof. 

Note  :  The  opening  must  be  enlarged  so  that  same  shall 
not  be  less  in  dimension  than  said  skylight.   Section  220. 

13.  Remove  the  present  (wooden)  panels  and 
substitute  translucent  wire  glass,  of  an  area  of  not  less 
than  four  square  feet  in  the  doors  opening  from  the 
apartments  to  the  ends  of  the  pubhc  halls  at  the  following 
locations : 

STORY    (Front,  rear,  east,  west).  Section  224. 

14.  Provide  fixed  sash  windows,  glazed  with  trans- 
lucent wire  glass,  of  an  area  of  not  less  than  five  square 
feet,  at  the  following  location  : 

STORY    Apartment  at  (Front,  rear,  east,  west), 

(No.  ,)   in  the  (fore,  and  aft, 

cross)  partition  between  the  public  hall  and 
the  room  (first,  second)  from 

(front,  rear). 

Note:  The  sash,  trim  and  all  wooden  parts  of  the  win- 
dows must  be  covered  with  metal.  Section  224. 

Direction :  Use  where  the  removal  of  wooden  panels 
and  the  providing  of  glass  panels  in  doors  would  not  be 
of  value  and  where  it  is  possible  to  provide  a  window  to 
a  room  that  opens  directly  to  the  outer  air. 


13 


15.  Provide  a  proper  light  of  not  less  than  fifteen  watts 
or  equivalent  photometric  rating,  and  keep  such  light 
burning  from  sunset  to  sunrise  at  the  following  location : 

STORY— VESTIBULE  Section  40. 

16.  Provide  proper  lights  of  not  less  than  fifteen  watts 
)r  equivalent  photometric  rating  and  keep  such  lights  burn- 
ing from  sunset  to  sunrise  at  the  following  location : 

STORY    (Vestibule,  public  halls,  front,  rear,  center, 
near  the  stairs,  fire  tower,  fire  stairs). 

Section  40. 

17.  Provide  adequate  light  in  the  (entrance)  passage- 
way and  keep  such  light  burning  from  sunset  to  sunrise 
at  the  following  location : 

STORY    passageway   leading  from   street  to 

Section  309. 

18.  Provide  proper  lights  of  not  less  than  fifteen  watts 
or  equivalent  photometric  rating  and  keep  such  lights  burn- 
ing from  sunrise  to  sunset  in  the  public  halls  at  the 
following  location : 

STORY   at  (Front,  rear,  east,  west). 

Section  22  i. 

Direction :  Use  only  where  halls  are  dark  and  where 
glass  panels  in  doors  do  not  or  would  not  afford  sufficient 
light. 

19.  Provide  proper  lights  of  not  less  than  fifteen  watts 
or  equivalent  photometric  rating  and  keep  such  lights 
burning  from  sunrise  to  sunset,  at  the  following  location : 

STORY    of  the  (fire  tower,  fire  stairs)  at 

Section  40. 
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20.  Provide  and  maintain,  in  serviceable  condition,  for 
the  convenience  of  the  tenants  and  mail  carrier,  a  light, 
directly  over  the  mail  boxes  at  the  following  location : 

STORY— PUBLIC  HALL  Section  40. 
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PAVING  AND  GRADING. 

30.  Properly  pave,  with  four  inches  of  concrete  of  good 
quality,  with  a  finished  surface,  the  floor  at  the  following 
location : 

(CELLAR— SUB-CELLAR)       Sections  4  and  300. 
Direction:  Do  not  use  where  the  floor  is  wood  (or 
stone)  and  there  is  no  dampness. 

31.  Remove  the  present  defective  (wood)  floor- 
ing from  and  properly  pave  with  four  inches  of  concrete 
of  good  quality,  with  a  finished  surface,  the  floor  at  the 
following  location : 

(CELLAR— SUB-CELLAR)       Sections  4  and  309. 

33.    Properly  repair  the  present  defective  (con- 
crete, brick,  stone)  paving  at  the  following  location : 
(CELLAR,  YARD,  AREA,  COURT,  SHAFT,  ETC.) 
at  the  (Front,  rear,  east,  west). 

Section  78. 

33.  Grade,  with  a  proper  slope  to  the  (existing, 
proposed)  drain  and  pave  with  four  inches  of  concrete, 
of  good  quality,  with  a  finished  coat,  the  surface  at  the 
following  location : 

(YARD,  AREA,  COURT,  SHAFT,  )  at 

(Front,  rear,  east,  west).         Section  77. 

34.  Regrade  with  a  proper  slope  to  the  (exist- 
ing, proposed)  drain  the  surface  at  the  following  location: 

(YARD,  AREA,  COURT,  SHAFT)  at  (Front, 
rear,  east,  west).  Section  77. 
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REPAIRS. 

40.  Properly  repair  the  (broken,  defective) 
at  the  following  location : 

(CELLAR,  YARD,  ROOF,  STORY,  ETC.)  apart- 
ment   at  (Front,    rear,    east,  west), 
(No.  .)  Section  78. 

41.  Provide  a  for  the  at  the  following 
location : 

(CELLAR,  YARD,  ROOF,  STORY)    apartment  at 
(Front,  rear,  east,  west),  (No.  .) 

Section  7S. 

42.  Replace  with  new,  properly  constructed,  the  pre- 
sent (defective,  broken),  at  the  following 
location : 

(CELLAR,  YARD,  STORY)    apartment  at 

(Front,   rear,    east,  west),    (No.  .) 

Section  78. 

43.  Repair,  so  that  it  will  not  leak,  the 
ROOF      (of  main  building,  extension)  at 

Section  78. 

44.  Repair  the  (broken,  loose)  plaster  at  the 
following  location : 

STORY    Apartment  at  (Front,  rear,  east,  west) 

(No.  .)  (walls,  ceilings)  of  the 

(kitchen,  bathroom) 


Direction :  Use  Note  7  re :  plaster  surfaces  with'.n 
apartment  Section  78. 
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UNLAWFUL  USE. 

50.  Discontinue,  until  a  written  permit  has  been  ob- 
tained from  the  Fire  Department,  the  storage,  keeping, 
or  handling  of  (combustible  articles,  material, 
paints,  oils,  etc.)  in  the  (store,  rooms)  at  the 
following  location : 

CELLAR— STORY   at         (Front,  rear,  east,  west). 

Section  58. 

51.  Permanently  discontinue    as  a  place  of  storage, 
keeping  or  handling  of  (feed,  hay,  straw,  excelsior, 
cotton,  paper  stock,  feathers  and  rags,  etc.)  the 
(rooms,  store)  at  the  following  location: 

(CELLAR— STORY)    apartment      at  (Front, 
rear,  east,  west),  (No.  ).     Section  5S. 

52.  Permanently  discontinue  the  use  as  a  (car- 
penter shop)  the  (rooms,  store)  at  the  following 
location : 

(CELLAR— STORY)    apartment      at  (Front, 
rear,  east,  west),  (No.  ). 
The  maintenance  of  the  above  occupation  or  business 
in  a  Multiple  Dwelling  constitutes  a  dangerous  fire  haz- 
ard and  is  a  public  nuisance.  Sections  4  and  53. 

Direction:  Use  where  the  amount  of  lumber  stored 
exceeds  1,000  Board  feet  or  where  safety  receptacles  for 
the  keeping  of  shavings  and  sawdust  are  not  provided  or 
where  the  shavings  and  sawdust  are  not  removed  from 
the  premises  daily  or  where  a  fire  hazard  exists  as  per 
General  Order  dated  May  13,  1931. 

53.  Discontinue  the  use  of  the  ,  as  a  bakery,  or 
close  all  existing  openings  between  the  public  parts  of  the 
building  and  said  bakery  at  the  following  location: 
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(CELLAR— STORY)    at  (Front,   rear,  east, 

west).  Section  59. 

Direction :  Use  where  the  products  are  not  entirely 
consumed  on  the  premises. 

54.  Discontinue  the  use  of  the  ,  as  a  bakery,  or 
make  safe  with  fireproof  material  the  (Ceilings, 
side  walls,  girders,  posts)  of  said  bakery  at  the  following 
location : 

CELLAR— STORY)    at  (Front,     rear,  east, 

west). 

Note  :  All  openings  to  public  parts  of  the  building  must 
be  closed  with  fireproof  material.  Section  59. 

Direction:  Where  products  are  entirely  consumed  on 
premises,  omit  above  NOTE. 

Notes  1  and  3. 

55.  Repair  the  mechanical  apparatus  of  the  doors  of 
the  dumbwaiter  shaft  connecting  the  store  on 
(Story)  and  the  bakery  at  the  following  location: 

(CELLAR— STORY)    at  (Front,    rear,  east, 

west). 

Note  :  The  doors  must  be  arranged  so  that  when  one 
door  is  open  or  partly  open  the  other  door  will  be  entirely 
closed.  Section  59. 

Direction:  Use  where  no  fat  boiling  is  done. 

56.  Entirely  remove  the  dumbwaiter  shaft  and  per- 
manently close,  with  fire-proof  material  all  openings  be- 
tween the  store  on  the  (story)  and  the  bakery  at 
the  following  location : 

(CELLAR— STORY)    at  (Front,    rear,  east, 

west).  Section  59. 

Direction :  Use  where  fat  boiling  is  done. 
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57.  Permanently  discontinue  the  unlaw'ful  keeping 

(Pigeons,  horse,  cow,  swine,  sheep,  goat)  at  the 
following  location: 
(CELLAR,  YARD,  STORY)  Section  82. 

58.  Permanently  discontinue  the  unlawful  use  of  the 
rooms,  for  living  purposes,  at  the  following  location : 

(BASEMENT,    CELLAR)    at  (Front,  rear, 

east,  west). 

The  plumbing  fixtures  must  be  disconnected  and  the 
pipes  and  openings  properly  sealed. 

CD.  Section  177  -  Section  21o. 
(State  defects) 

Direction :  Use  where  the  rooms  cannot  be  made  to 
conform  to  law. 

59.  Permanently  discontinue  the  unlawful  use  of  the 
rooms,  for  living  purposes,  at  the  following  location : 

(BASEMENT,    CELLAR)    at  (Front,  rear, 

east,  west),  the  rooms  (second,  third) 

from  (Front,  rear,  east,  west). 

CD.  Section  177  -  Section  216. 
(State  defects) 

Direction:  Use  where  there  are  two  or  more  rooms 
and  only  part  of  the  total  rooms  do  not  and  cannot  be 
made  to  conform  to  law. 

60.  Permanently  discontinue  the  unlawful  use,  for 
living  purposes,  or  make  conform  to  law,  the  rooms  at 
the  following  location: 

(BASEMENT,     CELLAR)    at  (Front,  rear. 

east,  west).    The  rooms  do  not  conform  to 
law  in  the  following  respects : 
(State  defects) 
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CD.  Section  177  -  Section  215. 
Direction :  Use  where  rooms  can  be  made  to  conform 
to  law. 

61.    Obtain  a  permit  from  the  Tenement  House  De- 
partment or  permanently  discontinue  the  unlawful  use  of 
the  rooms,  for  living  purposes,  at  the  following  location : 
(■BASEMENT,    CELLAR)    at  (Front,  rear, 

east,  west),  the  rooms  (second,  third) 

from  (Front,  rear,  east,  west). 

CD.  Section  177  -  Section  216. 
(State  defects) 

Direction :  Use  where  there  is  no  permit  and  the  rooms 
are  lawful  or  can  easily  be  made  lawful. 

62.  Discontinue  the  overcrowding  of  the  rooms  at 
the  following  location: 

STORY    Apartment  at  (Front,  rear,  east,  west), 

(No.  ).   There  must  be  afforded  not 

less  than  400  cubic  feet  of  air  for  each  adult 
and  child  12  years  or  over  and  200  cubic  feet 
of  air  for  each  child  under  13  years,  occupying 
such  rooms.  Section  36. 

63.  Permanently  discontinue  the  unlawful  iuse  as 
(furnished  rooms)  the  apartment  at  the  following  loca- 
tion : 

STORY    Apartment  at  (Front,  rear,  east,  west), 

rooms  at  Section  8Z. 

Direction :  Use  where  the  apartment  is  used  by  more 
than  four  roomers  or  lodgers  or  where  there  are  more 
than  two  lodgers  in  any  room. 
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64.  Permanently  discontinue  the  unlawful  use  as  fur- 
nished rooms  or  provide  free  and  unobstructed  access  to 
the  fire-escapes  or  other  required  fire  exit,  for  every 
occupant  of  the  apartments  at  the  following  location : 

STORY    Apartment  at  (Front,  rear,  east,  west), 

(No.  ). 

Such  access  if  through  any  room  shall 
not     be     obstructed      by     any     door  or 
device  capable  of  being  locked  or  fastened  and 
such  fire  exit  shall  be  deemed  to  include  the 
opening  to  any  required  fire-escape,  fire-stair 
or  fire  tower  directly  accessible  to  such  apart- 
ment. Section  82. 
Direction:  Use  where  the  number  of  lodgers  is  within 
the  legal  limit  but  access  to  the  required  fire  exit  is 
through  a           (room,  private  hall)  provided  with  a 
door  or  obstruction  separating  said  room  or  private  hall 
from  the  rest  of  the  apartment. 

65.  Permanently  discontinue  the  unlawful  use  as  a 
(lodging,  rooming  house)  the  (apartments  ) 

at  the  following  location  : 
STORY    apartment  at  (Front,  rear,  east,  west). 

Section  82. 

66.  Permanently  discontinue  the  unlawful  use  of  the 
(room,  fuel  bin,  boiler  room)  for  (sleeping,  living 
purposes)           at  the  following  location: 

(SUB  -  CELLAR,  CELLAR)    at  (Front,  rear, 

east,  west).  Section  216. 

67.  Discontinue  the  use  as  a  (business  establish- 
ment) the  rooms  at  the  following  location: 

STORY   apartment  at  (Front,  rear,  east,  west), 

(No.  ). 


23 


Such  use  is  prohibited  by  and  is  in 
violation  of  Article  2,  Section  2  and  3  of 
the  Zoning  Resolution. 

68.  Discontinue  the  use  as  a  (business  establish- 
ment) the           (store,  rooms)  at  the  following  location: 

STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ). 

Such  use  is  prohibited  by  and  is  in 
violation  of  Article  2,  Section  2  and  4  of 
the  Zoning  Resolution. 

Direction :  Use  for  a  building  located  in  a  business  zone 
where  the  maintenance  of  the  particular  business  is  pro- 
hibited by  the  Zoning  Resolution. 

69.  Permanently  discontinue,  or  arrange  so  as  to  con- 
form to  the  requirements  of  Section  61  of  the  Multiple 
Dwelling  Law  the  (manufacturing  business,  em- 
plojiment  agency)  at  the  following  location : 

STORY   at  (Front,  rear,  east,  west) 

Note  :  The  (manufacturing  business,  employment 
^?ncy)  may  be  legally  maintained  upon  compliance  with 
the  following  requirements. 

*  A — Provide  means  of  egress,  separate  and  distinct  from 
and  without  means  of  communication  with  any 
means  of  egress  from  the  dwelling  portion  of  the 
building. 

B — Properly  fire-stop  all  pipe  chases  within  or  appur- 
tenant to  such  space. 

C — Maintain  in  good  order  and  repair  all  flues  within 
or  appurtenant  to  such  space. 

D — Properly  fire-stop  the  openings  about  the  flues  with- 
in or  appurtenant  to  such  space. 
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E — Properly  seal  with  fire-retarding  or  fireproof  mat- 
erial or  equip  with  self-closing  fire-retarded  or 
fireproof  (doors,    windows)    the  openings 

from  such  space  to  non-fireproof  shaft. 

F — Properly  seal  with  fire-retarding  or  fireproof  mat- 
erial all  openings  from  such  space  to  public  halls. 

Notes  1  and  5. 

Direction :  Use  where  manufacturing  business  is  con- 
ducted on  or  below  the  second  storj-,  or  where  an  employ- 
ment agency  is  conducted  on  any  storj',  in  non-fireproof 
multiple  dwellings. 

70.    Permanently  discontinue  or  properly  fire-retard 
and  arrange  so  as  to  conform  to  the  requirements  of 
Section  61  of  the  Multiple  Dwelling  Law  the 
(business,  kitchen  of  restaurant,  etc.)  at  the  following 
location : 

STORY    (STORE)  (Front,  rear,   east,  west). 

Xote:    The  business  may  be  legally  maintained  upon 
compliance  with  the  following  requirements. 
A — Properly  fire-retard  the  (walls,  ceilings)  of 

such  space. 

B — Properly  fire-stop  all  pipe  chases  within  or  appur- 
tenant to  such  space. 

C — Maintain  in  good  order  and  repair  all  flues  within 
or  appurtenant  to  such  space. 

D — Properly  fire-stop  the  openings  about  the  flues 
within  or  appurtenant  to  such  space. 

E — Properly  seal  with  fire-retarding  or  fireproof  mat- 
.  erial  or  equip  with  self-closing,  fire-retarded  or 
fireproof  (doors,    windows)    the  openings 

from  such  space  to  non-fireproof  shaft. 
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F — Properly  seal  with  fire-retarding  or  fireproof  mat- 
erial or  equip  with  fireproof  self-closing  door  the 
openings  from  such  space  to  public  hall. 

Notes  3  and  5. 

Direction :  Use  for  paint  supply  shops,  dance  halls,  push 
cart  stables,  kitchens  of  restaurants  where  there  are  seat- 
ing accommodations  for  more  than  25  persons,  motor 
vehicle  and  motor  cycle  repair  shops,  places  where  kero- 
sene is  handled  or  sold,  places  where  gasoline,  benzine  or 
naptha  is  handled  in  excess  of  one  gallon,  places  where 
paints  and  oils  are  stored  in  cellar  or  basement  rooms, 
places  where  acetylene  or  oxygen  is  stored  as  well  as 
cabinet  makers  and  carpenter  shops  where  either  the 
amount  of  lumber  stored,  or  the  condition  of  the  building 
itself  or  its  maintenance  constitute  a  hazard  as  per 
General  Order  issued  May  13,  1931. 

71.  Permanently  discontinue,  or  arrange  so  as  to  con- 
form to  the  requirements  of  Section  61  of  the  Multiple 
Dwelling    Law    the  (business    at    the  following 

location : 

STORY    (STORE)  at  (Front,  rear,  east,  west  1. 

Note  :  The  business  may  be  legally  maintained  upon 
compliance  with  the  following  requirements : 

A — Properly  fire-stop  all  pipe  chases  within  or  appur- 
tenant to  such  space. 

B — Maintain  in  good  order  and  repair  all  flues  within 
or  appurtenant  to  such  space. 

C — Properly  fire-stop  the  openings  about  the  flues 
within  or  appurtenant  to  such  space. 

D — Properly  seal  with  fire-retarding  or  fireproof  mat- 
erial or  equip  with  self-closing,  fire-retarded  or 
fireproof  (doors,    windows)    the  openings 

from  such  space  to  non-fireproof  shaft. 
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E — Properly  seal  with  fire-retarding  or  fireproof  mat- 
erial or  equip  with  fireproof  self-closing  (doors) 
the  openings  from  such  space  to  the  public  halls. 

N0TE..5. 

Direction :  Use  for  business  other  than  those  mentioned 
in  order  Nos.  69-70. 

72.    Permanently  discontinue  the  maintenance  of  the 
(manufacturing  business)   at  the  following  loca- 
tion : 

STORY   at  (Front,  rear,  east,  west). 

Section  61. 

Direction:  Use  after  April  18,  1933  where  any  manu- 
facturing business  is  maintained  above  second  story  of 
non-fireproof  multiple  dwellings  and  where  the  manu- 
facturing business  was  installed  above  the  second  story 
of  non-fireproof  multiple  dwellings  after  April  18,  19.10. 
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FIRE  EGRESS  AND  PROTECTION. 

NOTE  TO  BE  APPENDED  TO  ALL  FIRE  ESCAPE  ORDERS  : 

"All  work  must  be  done  in  accordance  with  the  Rules 
and  Regulations  of  the  Tenement  House  Department". 

80.  Provide  adequate  fire-escapes,  constructed  in  ac- 
cordance with  Section  145  of  the  Multiple  Dwelling  Law, 
upon  the  of  the  building  taking  in  at  least  the 

of  the  apartments  at  the  following  location : 
STORY    Apartments  (Front,  rear,  east,  west). 

CD.    Section  187,  Sections  145  &  231. 
Note  6. 

Direction :  Follow  with  orders  176-177-181  where  neces- 
sary. 

CD.  81  Provide  an  adequate  sprinkler  system  construct- 
ed in  accordance  with  Section  187  or  a  second  means  of 
egress  consisting  of  a  system  of  outside  fire-escapes  con- 
structed and  arranged  as  provided  in  Section  145,  of  the 
Multiple  Dwelling  Law.  The  fire-escapes  shall  be  erected 
at  the  (Front,  rear)  of  the  building  and  accessible 

to  the  apartments  at  the  following  location : 
STORY    Apartments  at  (Front,  rear,  east,  west). 

Section  187. 

Note  6. 

Direction:  Follow  with  orders  176-177-181  where  neces- 
sary. 

82.  Entirely  remove  the  present  illegal  (vertical 
ladder,  cable,  chain)  fire-escapes  and  provide  adequate 
fire-escapes  constructed  and  arranged  as  provided  in 
Section  145  of  the  Multiple  Dwelling  Law  at  the 
of  the  building  and  accessible  to  the  apartments  at  the 
following  location : 
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STORIES    Apartments   at  (Front,    rear,  east, 

west).  Section  231. 

Note  6. 

83.  Remove  the  (wooden  balconies,  porches, 
etc.)  and  provide  adequate  (fire-escapes)  constructed  in 
accordance  with  Section  145  of  the  Multiple  Dwelling 
Law,  upon  the  of  the  building,  taking  in  at  least 
one  (window,  door)  of  the  apartments  at  the  fol- 
lowing location: 

STORIES    Apartment    at  (Front,    rear,  east, 

west).  Sections  145  and  231. 

Note  6. 

84.  Arrange,  so  that  there  will  be  a  fire-escape  access- 
ible to,  or  vacate  the  rooms  at  the  following  location : 

STORY    Apartment  at  (Front,  rear,  east,  west), 

the  rooms  (first,  second)  from 

(front,  rear,  east,  west) 

Sections  145  and  231. 

Direction :  Use  only  where,  because  of  the  present 
arrangement  of  rooms  or  apartments  adequate  fire-escapes 
cannot  be  provided. 

85.  Provide  means  of  egress  in  case  of  fire  by  con- 
structing an  adequate  properly  supported  and  secured  iron 
fire-escape  balcony  with  proper  comiecting  stairway,  at 
the  following  location: 

STORY   at  (Front,  rear,  east,  west). 

Sections  145  and  231. 

Note  6. 

86.  Provide  adequate  fire-escapes  constructed  in  ac- 
cordance with  the  requirements  of  Section  145  of  the 
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Multiple  Dwelling  Law  for  the  isolated  rooms  on  the 
story  at  the  or  cut  a  communicating  door 

in  the  partition  between  the  apartments  and  the  rooms  at 
the  following  location : 
STORY    Apartment  at  (Front,  rear,  east,  west,) 

the  rooms  (first,  second)  from  (Front, 
rear,  east,  west).  Sections  145  and  231. 
Note  6. 

87.  Provide  means  of  egress  in  case  of  fire  by  con- 
structing an  adequate  properly  supported  and  secured  iron 
fire-escape  balcony,  with  proper  opening  and  a  guide  rod 
drop  ladder,  at  the  following  location : 

STORY    (extension)  at  (Front,  rear,  east,  west, 

court).  Section  145. 

Note  6. 

Direction :  Use  where  the  distance  from  proposed  bal- 
cony is  16'  or  less. 

88.  Provide  means  of  egress  in  case  of  fire  by  con- 
structing an  adequate  properly  supported  and  secured  iron 
fire-escape  balcony  with  proper  opening  and  a  stairway 
connecting  with  a  landing  platform  not  more  than  10' 
above  safe  landing,  and  provide  said  landing  platform 
with  proper  opening  and  a  guide  rod  drop  ladder. 

The  fire-escape  balcony  shall  be  provided  at  the  fol- 
lowing location : 
STORY    (extension)  at  (Front,  rear,  east, 

west).  Section  145. 

Note  6. 

Direction :  Use  where  the  roof  of  an  extension  is  used 
as  a  means  of  egress  and  the  distance  from  the  proposed 
fire-escape  balcony  is  more  than  16'. 
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Exception :  A  distance  of  18'  will  be  permitted  at  the 
front  of  building  when  the  existence  of  show  windows, 
etc.  makes  the  erection  of  a  landing  platform  impracticable. 

89.  Provide  proper  means  of  egress  in  case  of  fire  by 
constructing  an  adequate  iron  landing  platform  at  the  fol- 
lowing location : 

STORY    at  (Front,  rear,  east,  west). 

Note:  The  landing  platform  must  be  located  not  more 
than  ten  feet  above  a  safe  landing  place  and  must  be 
properly  connected  with  the  existing  fire-escapes  by  a 
suitable  stairwaj'.  Said  landing  platform  must  be  provided 
with  a  guide  rod  drop  ladder.  Section  143. 

Note  6. 

Direction :  Use  where  the  distance  from  the  lowest  fir.-- 
escape  balcony  is  more  than  16'. 

90.  Provide  proper  means  of  egress  in  case  of  fire  by 
constructing  an  adequate  iron  platform,  extending  over  the 

(store  cornice,  etc.)  on  the  extension  roof  at  the 
following  location : 
STORY   at  (Front,   rear,   east,  west). 

Note  :  The  platform  must  be  properly  secured  to  the 
roof  of  extension  and  extend  so  as  to  clear  the  (roof,  cor- 
nice, etc.).  The  platform  must  be  provided  with  a  guide 
rod  drop  ladder.  Section  145. 

Note:  6. 

Direction :  Use  where  the  distance  from  lowest  balcony 
to  safe  landing  is  not  over  16'.  A  distance  of  18'  will  be 
accepted  at  front  where  the  existence  of  show  windows 
makes  the  construction  of  a  landing  platform  impracticable. 

91.  Provide  proper  means  of  egress  in  case  of  fire  by 
constructing  a  suitable  iron  grating  over  area  at  the  fol- 
lowing location : 
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STORY  (Front,  rear,  east,  west). 
Note  :  The  grating  must  extend  across  the  full  width 
of  the  area  and  be  not  less  than  3'  in  length.  It  must  be 
properly  secured  and  supported,  and  be  arranged  to  re- 
ceive the  drop  ladder  of  the  fire-escapes  above  and  be  so 
placed  that  the  distance  from  the  fire-escape  balcony  to 
the  proposed  grating  is  not  more  than  16'.  Egress  from 
said  grating  must  not  be  obstructed  in  any  way. 

Section  145. 

Note:  6. 

Direction:  Use  guard  rail  order  if  necessary. 

92.  Extend  the  (fire-escape  balcony,  landing 
platform)  at  the  following  location: 

STORY    (Front,  rear,  east,  west,  court)  toward  the 
so  as  to  provide  an  adequate  landing 
of  not  less  than  at  the  (foot, 

head)  of  the  (inclined  ladders,  stair- 

ways). The  extended  portion  of  the 
balcony,  platform)  must  be  properly  braced 
and  supported  and  conform  to  the  require- 
ments of  fire-escapes  hereafter  erected  except 
that  the  width  may  be  the  same  as  that  of  the 
present  balconies  but  never  less  than  30  inches. 

Section  145. 

Note  :  6. 

Direction:  If  the  lowest  (balcony,  platform)  is 

ordered  extended,  follow  with  the  orders  necessary  to  pro- 
vide proper  egress  from  same. 

93.  Extend  the  present  fire-escape  balconies  at  the 
following  location : 

STORY    (Front,  rear,  east,  west,  court)  so  as  to  take 
in  the  (North,  south,  east,  west)  win- 
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dows  of  the  apartments  at  (Front,  rear, 

east,  west). 

The  extended  portion  of  the  balconies  must  be 
properly  braced  and  supported  and  conform  to 
the  requirements  of  firerescapes  hereafter 
erected  except  that  the  width  may  be  the 
same  as  present  balconies  but  never  less  than 
30  inches.  Section  145. 

Note  6. 

Direction:  If  lowest  (balcony,  landing  platform) 

is  to  be  extended,  follow  with  orders  necessary  to  provide 
proper  egress  from  same.  Use  where  it  is  possible  to 
extend  existing  balconies  to  take  in  apartments  or  rooms 
without  fire-escapes. 

94.    Extend   the  (fire-escape    balcony,  landing 

platform)  at  the  following  location: 

STORY    (Front,  rear,  east,  west,  court)  sufficiently 
toward  the  so  as  to  clear  the 

(extension,  shed,  porch,  area,  cellar  stairs, 
etc.)  and  provide  safe  landing  for  the 
The  extended  portion  of  the  (balcony, 
platform)  must  be  properly  braced  and  sup- 
ported and  conform  to  the  requirements  of 
fire-escapes  hereafter  erected  except  that  the 
width  may  be  the  same  as  present  balconies 
but  never  less  than  30  inches.  Section  145. 
Note  6. 

Direction:  If  lowest  (balcony,  platform)  is  or- 
dered extended,  follow  with  the  orders  necessary  to  pro- 
vide proper  egress  from  same. 
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95.  Remove  the  present  inadequate  vertical  ladders 
and  provide  iron  stairways  at  the  following  location : 

STORY    fire-escapes  at  (Front,  rear,  east,  west, 

court).  Sections  145  and  231. 

96.  Reset  the  vertical  ladders,  so  that  there  shall  be  a 
clear  passageway  of  14"  between  the  (front  rail, 
wall)  and  the  strings  of  the  ladder  at  the  following 
location : 

STORY    fire-escapes  at  (Front,  rear,  east,  west). 

Section  145. 

97.  Reset  the  vertical  ladders  between 

STORY   and   STORY   fire-escapes   at  (Front, 

rear,  east,  west). 
Note  :  The  vertical  ladders  must  be  placed  parallel  to 
and  not  less  than  6"  from  the  wall  of  the  building.  The 
hatchway  openings  in  the  floors  of  the  balconies  must  be 
altered,  if  necessary,  when  ladders  are  reset,  so  as  to 
afford  a  minimum  opening  of  21"  x  28".  The  ladders 
must  be  properly  secured  to  brackets. 

Section  145. 

98.  Reset  the  vertical  ladders  between 

STORY  and   STORY    fire-escapes  at  (Front, 

rear,  east,  west). 
Note  :  The  vertical  ladders  must  be  placed  in  the  same 
relative  position  as  the  vertical  ladders  (above)  so  as  to 
be  a  direct  continuation  of  the  same.  The  ladders  must 
be  properly  spliced,  where  necessary,  and  must  be  prop- 
erly secured  to  brackets.  Section  145. 

99.  Reset  the  inclined  (connecting  stairway)  between 
STORY  and   STORY    fire-escapes  at  (Front, 

rear,  east,  west). 
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Note  :  The  stairway  must  be  placed  so  as  to  provide  a 
passageway  of  not  less  than  14"  between  (wall, 
rail)  and  strings  of  said  stairway.  The  strings  of  the 
stairway  must  be  properly  secured  at  top  and  bottom  to 
brackets.  Section  145. 

100.  Provide  an  iron  drop  ladder  with  guide  rods  at 
the  following  location : 

STORY    fire-escapes  at         (Front,  rear,  east,  west, 
court).  Section  145. 

101.  Provide  with  proper  gateway  opening  and  a 
guide  rod  drop  ladder,  the  fire-escape  balcony  at  the  fol- 
lowing location : 

STORY    at  (Front,  rear,  east,  west). 

Section  145. 

102.  Provide  an  opening  or  gateway  in  the 
(front,  return)  railing  at  the  following  location: 

STORY   fire-escapes  at  (Front,  rear,  east,  west 

court).  Section  145. 

103.  Provide  an  opening  or  gateway  in  the 
(front,   return)  railing  and  properly  close  the  present 
opening  in  the  floor,  at  the  following  location : 

STORY    fire-escapes  at         (Front,  rear,  east,  west, 
court).  Section  145. 

104.  Provide  an  iron  drop  ladder  with  guide  rods,  and 
cut  an  opening  in  the  (front,  return)  railing  and 
close  the  present  opening  in  the  floor  at  the  following 
location : 

STORY    fire-escapes  at         (Front,  rear,  east,  west, 
court).  Section  145. 
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105.  Provide  an  adequate  opening  or  gateway  in  the 
(railing,  guard  rail)  of  the  (area)  at  the 

following  location : 
STORY   at  (Front,  rear,  east,  west). 

Section  14';. 

106.  Provide  (an)  adequate  (shoe,  lugs)  pro- 
perly secured  to  the  bottom  of  strings  of  the  drop  ladder 
at  the  following  location : 

STORY    fire-escapes  at  (Front,  rear,  east,  west, 

court). 

Note:  The  (shoe,  lugs)  must  be  arranged,  so 

that  the  drop  ladder  will  rest  firmly  upon  and  not  slip 
through  grating  at  safe  landing.  Section  145. 

Repair  by 
at  the  following  location : 
STORY    (fire-escapes,  landing  platform,  etc.)  at 
(Front,  rear,  east,  west,  court). 

Section  115. 

107.  Replacing  with  new  the  (present,  missing, 
broken,  defective,  etc.), 

108.  Adjusting,  so  that  it  will  slide  easily  in  the 
guide  rods,  the  drop  ladder, 

109.  Providing  a  stop  at  the  top  of  the  guide  rods 
so  as  to  prevent  the  removal  of  the  drop  ladder, 

110.  Replacing  with  new,  the  (defective,  cor- 
roded) angle  iron  supports  of  the  treads  of  the  stairways, 

111.  Properly  rivetting  to  the  (battens)  the  floor  slats, 

112.  Extending  the  iron  floor  slats  so  as  to  project 
beyond  the  end  brackets  to  within  one  inch  of  the  bottom 
rails. 
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113.  Providing  (additional)  brackets  at  the 
(East,  west,  north,  south,  center)    so  as  to  properly 
support  the  balconies, 

Note:  6. 

114.  Properly  securing  to  (brackets,  wall,  roof, 
etc.)  the           (ladders,  stairways), 

115.  Properly  securing  the  top  rail  through  the 
(wall), 

116.  Properly  securing  the  front  .  (top,  bottom) 
rail  to  the  (return  rail), 

117.  Properly  filling  the  holes  in  the  walls  around 
(brackets,  rails), 

118.  Properly  bracing  the  hand  rails  to  the  strings 
of  the  (inclined  ladder,  stairway), 

119.  Providing   with   adequate    handrail  the 
(inclined  ladders,  stairways), 

120.  Properly  securing  the  (treads,  rungs)  of 
the           (inclined  ladders,  stairway)  to  the  strings, 

121.  Properly  splicing  with  adequate  splice  plate  the 
(top,  bottom)  rails, 

122.  Properly  securing  the  bottom  rails  to  the  ends 
of  the  brackets, 

123.  Providing  additional  battens,  placed  not  mere 
than  three  feet  apart,  for  the  floor  slats, 

124.  Properly  securing  the  top  rails  to  the  separate 
bolt  ends  extending  through  the  wall, 

Note:  6. 
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125.  Properly  (leading,  cementing)  into  the  wall  the 

(top,  bottom)  (return,  end)  rails, 

126.  Properly  securing  to  the  wall,  with  1%"  wood 
screws,  the  (bottom  return,  end  rail,  string,  braces 
of  stairway). 

Direction :  Use  for  wooden  buildings. 

127.  Properly  splicing,  with  adequate  splice  plate,  the 
separate  sections  of  the  floor  slats, 

128.  Removing  the  portion  of  the  floor  slats  resting  on 
the  rails, 

129.  Properly  securing  to  the  brackets,  so  as  to  pre- 
vent tilting  or  shifting  the  iron  floors, 

130.  Properly  resetting,  so  that  they  shall  bear  against 
the  wall,  the  braces  of  the  brackets, 

131.  Entirely  removing  and  replacing  with  new,  the 
present  (dangerous,  defective,  inadequate) 

cast  iron,  wrought  iron)  (brackets,  bracket  braces), 

Note  6. 

132.  Properly  replacing,  with  a  2"  x  yi"  iron  bar 
extending  across  and  secured  to  two  brackets,  the  present 

(corroded,  defective)  (angle  iron,  bar)  at 

the  foot  of  the  gooseneck  ladder, 

133.  Removing  and  replacing  with  proper  iron  or  steel 
floor  slats,  the  present  (corroded,  defective)  floor 
slats, 

134.  Providing  proper  iron  or  steel  floor  slats, 

135.  Properly  closing  with  iron  or  steel  floor  slats  the 
(unnecessary,  dangerous)  openings  in  the  floors 
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(around  rainleaders,  between  the  ends  of  floor  slats  and 
brackets), 

136.  Properly  bracing  the  railings  with 
(outside  braces)   secured  to  extended  brackets, 

137.  Removing  and  replacing  with  proper  outside 
braces,  the  present  (inadequate,  arched,  bow,  obstructing) 
braces, 

138.  Properly  splicing  the  strings  of  the  vertical  ladder, 

139.  Providing  proper  iron  (railings,  filling  in 
bars), 

140.  Properly  closing,  with  proper  rails  and  standards, 
the  (unnecessary  openings,  gateway  in  the 
(Front,  return  rail), 

141.  Properly  riveting  the  standards  to  the 
(top,  bottom,  front,  return)  rails, 

142.  Properly  bracing  and  supporting  with  suitable 
tie  rods  or  suspension  rods  the  (balcony), 

Direction :  Use  where  regulation  braces  cannot  be 
provided. 

143.  Enlarge  so  that  they  will  be  not  less  than  21" 
X  28"  the  hatchway  opening  at  the  following  location : 

STORY    fire-escapes  at  (Front,  rear,  east,  west, 

court).  Section  145. 

144.  Provide  hatchway  openings,  not  less  than  21"  x 
28"  at  the  following  location: 

STORY    fire-escapes  at  (Front,  rear,  east,  west, 

court).  Section  145. 
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145.  Enlarge,  so  that  they  shall  not  be  less  than  21" 
wide  and  long  enough  to  provide  at  least  6'6"  clear 
headroom,  the  hatchway  openings  in  the  floors  at  the 
following  location : 

STORY    fire-escapes  at  (Front,  rear,  east,  west, 

court).  Section  145. 

146.  Provide,  hatchway  openings,  not  less  than  21" 
wide  and  long  enough  to  provide  at  least  6'6"  of  clear 
headroom,  in  the  floors  at  the  following  location: 

STORY   fire-escapes  at  (Front,  rear,  east,  west, 

court).  Section  145. 

147.  Remove  the  obstructing  portion  of  the 
(brackets,  floor  slats,  etc.)    projecting  into  the  hatch- 
way openings  at  the  following  location : 

STORY    fire-escapes  at  (Front,  rear,  east,  west, 

court).  Section  145. 

148.  Provide  a  stationary  (iron  stairway,  goose- 
neck ladder)  leading  to  and  above  the  roof  at  the  follow- 
ing location: 

STORY    fire-escapes    at  (Rear,    east,  west, 

court).  Section  145. 

Note  6. 

149.  Provide  adequate  egress  in  case  of  fire  by  re- 
moving the  present  (defective,  inadequate,  etc.) 
gooseneck  ladder  and  providing  a  proper  (iron 
stairway,  gooseneck  ladder)  leading  to  the  roof  of  the 

(main  building)    from  the   fire-escapes   at  the 
following  location : 
STORY   fire-escapes    at  (Rear,    east,  west, 

court).  Section  145. 

Note  6. 
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150.  Provide  adequate  egress  in  case  of  fire  by  shift- 
ing so  as  to  afford  a  passageway  of  not  less  than  14" 
between  the  rail  and  the  gooseneck  ladder  at  the 
following  location : 

STORY    fire-escapes    at  (Rear,     east,  west, 

court).  SEcnoN  145. 

Note  6. 

151.  Provide  proper  means  of  egress  in  case  of  fire, 
from  the  gooseneck  ladder  by  entirely  removing  or  cut- 
ting an  adequate  gate  or  opening  in  the  fence  at  the  fol- 
lowing location : 

ROOF     (of  the  main  building,  etc.)  at 

Section  145. 

152.  Remove  the  present  gooseneck  ladder  and  pro- 
vide a  properly  constructed  and  supported  fire-escape 
balcony  at  the  following  location  : 

STORY    extension  roof  at  (Front,  rear,  east, 

west). 

Note  :  The  balcony  must  be  properly  connected,  by  a 
stairway,  to  (a,  the)  (present)  (land- 

ing platform,  balcony).  Sections  145  and  231. 

Note  6. 

Direction :  Follow  with  orders  to  provide  proper  egress 
from  platform  or  lowest  balcony,  where  necessary. 

153.  Remove  the  present  gooseneck  ladder  and  pro- 
vide a  properly  constructed  and  supported  fire-escape 
ialcony  at  the  following  location: 

STORY    extension  roof  at  (Front,  rear,  east, 

west). 

Note:  The  balcony  must  be  provided  with  proper 
opening  and  a  guide  rod  drop  ladder. 

Sections  145  and  231. 
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Note  6. 

Direction :  Use  when  the  distance  to  safe  landing  is 
16  feet  or  less. 

154.  Provide  proper  iron  stairways  at  the  following 
location : 

STORY    fire-escapes  at  (Front,  rear,  east,  west, 

court).  Section  145. 

Direction :  Use  where  stairways  are  required  and 
existing  balconies  can  be  adapted  to  new  stairway  installa- 
tion. 

155.  Entirely  remove  the  additional  fire-escapes  at  the 
following  location : 

STORY    (Front,  rear,  east,  west,  court). 

or 

Make  safe  said  fire-escapes  in  the  following  manner : 
STORY    (Fill  in  details).  Sections  145. 

156.  Entirely  remove  the  (additional,  dangerous, 
inadequate,  etc.)  (fire-escape,  balconies,  etc.)  r>t 
the  following  location : 

STORY    (Front,  rear,  east,  west,  court). 

Section  145. 

Direction  :  This  order  is  issued  because  of  the  imprac- 
ticability to  repair  or  make  the  fire-escapes  conform  to 
law  and  the  Rules  and  Regulations  of  the  Tenement 
House  Department. 

157.  Entirely  close,  in  a  manner  acceptable  to  this 
Department,  the  openings  in  the  party  wall  between  the 
adjoining  building  and  the  above  premises  at  the  following 
location : 
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STORY    at  (Front,  rear,  east,  west). 

Section  145. 

or 

(Here  report  violations  the  compliance  of  which  will 
make  the  fire-escapes  legal).  Section  145. 

^  158.  Provide  proper  means  of  egress  in  case  of  fire 
by  entirely  removing  that  part  of  the  directly  be- 

neath the  at  the  following  location : 

STORY    fire-escape  at  (front,  rear,  east,  weut, 

court).  Section  145. 

159.  Safeguard  egress  in  case  of  fire  by  providing 
iron  guard  rails  for  the  skylight  at  the  following  loca- 
tion : 

STORY    (roof  of  extension) 
Such  guard  rails  must  entirely  surround  said  sky- 
light, must  be  firm  and  rigid  and  extend  to  a  height  of 
3'6"  above  the  roof.  Section  145. 

Direction :  Use  where  roof  of  extension  is  used  as 
means  of  egress  from  fire-escape  and  skylight  is  in  line 
of  such  egress. 

160.  Entirely  remove,  and  replace  with  a  proper  fire- 
proof stairs,  the  present  (wooden,  inadequate,  brok- 
en, defective)  stairs  at  the  following  location: 

STORY    at  (Front,  rear,  east,  west,  court). 

Note  :  The  platform  of  such  stairs  must  not  be  more 
than  16'  below  the  floor  of  the  (fire-escape,  landing 

platform)  above  same  and  the  stairs  must  be  arranged 
so  as  to  afTord  safe  landing  for  the  fire-escape  above. 

Section  145. 

161.  Provide  proper  means  of  egress  in  case  of  fire 
by  entirely  removing  and  replacing  with  a  properly  con- 
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structed  adequate  iron  or  steel  grating,  the  present 
(inadequate,  broken,  wooden)  cover  over  the  area  at  the 
following  location : 
STORY    (Front,  rear,  east,  west).  Section  145. 

162.  Provide  a  safe  landing  for  the  fire-escapes  by 
properly  (securing,  supporting,  repairing)  the  iron 
grating  over  the  area  at  the  following  location : 

STORY    (Front,  rear,  east,  west).  Section  145. 

163.  The  fire-escapes  erected  at  the  (Front, 
rear,  east,  west,  court)  do  not  conform  to  the  require- 
ments of  law  and  the  Rules  and  Regulations  of  the 
Tenement  House  Department  in  the  following  respects : 

STORY    (Fill  in  details).  Section  145. 

Direction :  Use  where  "F"  card  is  applied  and  new  fire- 
escapes  are  not  erected  according  to  the  Rules  and 
Regulations  of  this  Department. 

164.  When  the  work  as  required  in  item  number 
has  been  completed,  entirely   remove  the 
(additional,    dangerous,    inadequate)  (fire-escape, 
balconies)  at  the  following  location: 

STORY    (Front,  rear,  east,  west,  court). 

Section  145. 

J  65.    Provide  proper  means  of  egress  in  case  of  fire, 
by  hinging  the  windows  opening  to  the  fire-escapes  at 
the  following  location : 
STORY    Apartments  at  (Front,  rear,  east,  west). 

(No.  )  windows  at  (Front,  rear) 

(First,    second)    from  (East, 
west,  north,  south). 
Note  :  The  windows  must  be  arranged  to  open  inwardly 
and  provide  an  opening  not  less  than  24  inches  by  30 
inches.  Section  145. 
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166.  Provide  proper  means  of  egress  in  case  of  fire 
by  removing  the  obstructing  (bars,  gates)  from 
the  windovirs  opening  to  fire-escapes  at  the  following 
location : 

STORY   Apartments  at         (Front,  rear,  east,  west). 

(No.  ),  and  keep  such  windows  free 

and  clear  at  all  times.  Section  145. 

167.  Provide  proper  means  of  egress  in  case  of  fire 
by  enlarging  the  windows  opening  to  the  fire-escapes  at 
the  following  location : 

STORY   Apartment  at  (Front,  rear,  east,  west). 

(No.  ) 

Note  :  The  window  openings  must  be  arranged  so  as 
to  afford  an  opening  not  less  than  24"  x  30". 

Section  145. 

168.  Provide  proper  means  of  egress  in  case  of  fire  by 
lowering  the  sills  of  the  windows  opening  to  the  fire- 
escapes  at  the  following  location: 

STORY   Apartments  at         (Front,  rear,  east,  west). 
(No.  .) 

Note  :  The  sills  of  the  windows  must  be  located  within 
three  feet  of  the  floor  of  the  apartments. 

Section  145. 

169.  Provide  proper  means  of  egress  in  case  of  fire 
by  lowering  the  sills  of  the  windows  opening  to  the  fire- 
escapes  at  the  following  location : 

STOF.Y   Apartments  at         (Front,  rear,  east,  we^t). 

(No.  ). 
Note  :  The  sills  of  the  windows  must  be  located  not 
more  than  16  inches  above  the  floor  of  the  fire-escape 
balcony.  Section  145. 
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170.  Remove  and  keep  free  from  all  (obstruc- 
tions) at  all  times,  the  (openings)  at  the  following 
location : 

STORY    fire-escapes  at  (Front,  rear,  east,  west, 

court).  Section  145. 

171.  Thoroughly  scrape  and  remove  all  rust  scales 
and  properly  paint  with  two  coats  of  paint,  the  balconies 

(drop  ladder,  guides,  stairways,  floors,  etc.)  at 
the  following  location : 

STORY    fire-escapes  at  (Front,  rear,  east,  west, 

court).  Section  145. 

172.  Remove  all  (encumbrances,  obstructions) 
and  keep  free  from,  at  all  times,  the  ,  at  the 
following  location : 

STORY    fire-escapes  at  (Front,  rear,  east,  west, 

court).  Section  14.'>. 

173.  Entirely  remove  the  obstructing  (Sign, 
clothes  hanger,  etc.)  and  all  parts  used  in  connec- 
tion therewith,  from  the   ,  at  the  following  location: 

STORY    fire-escapes  at  (Front,  rear,  east,  west, 

court).  Section  145. 

174.  Remove  the  obstructing  (partition,  bar, 
Drace)  and  keep  free  from  all  obstructions  the  , 
at  the  following  location: 

STORY    fire-escapes  at  (Front,  rear,  east,  west, 

court).  Section  145. 

175.  Provide  proper  means  of  egress  in  case  of  fire 
by  removing  the  unlawful  (partition,  door)  from 
the          and  restoring  the  communication  between  the 

STREET  and  YARD  Section  145. 
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176  Provide  adequate  means  of  egress  in  case  of  fire 
by  constructing  a  passageway,  not  less  than  3'  wide  and 
7'  high,  entirely  enclosed  with  fire-proof  walls  and  ceil- 
ing.leading  from  the 
(YARD,  COURT)  to  the  street 
OR.  IF  THE  CONSENT  OF  THE  ADJACENT 
PROPERTY  OWNER  CAN  BE  OBTAINED 

177.  Provide  adequate  means  of  egress  in  case  of  fire 
by  cutting  a  gate  or  door  opening  in  the  fence  at  the  fol- 
lowing location  : 

(YARD,  COURT)    at  the  lot  line. 

Note  :  The  gate  or  door  may  be  fastened  with  movable 
hook  or  bolt  but  not  by  a  lock. 

CD.  Section  187  -  Section  145. 
Direction :  Use  where  yard  is  less  than  30'  in  depth. 

178.  Provide  proper  means  of  egress  in  case  of  fire 
by  constructing  a  fireproof  stairway  leading  to  the  pro- 
posed gate  in  the  fence  at  the  following  location : 

YARD   at  lot  line. 

CD.  Section  187  -  Section  145. 

179.  Provide  proper  means  of  egress  in  case  of  fire 
by  cutting  an  adequate  opening  or  gateway  in  the  fence 
on  the  roof  at  the  following  location : 

STORY   extension  at 

CD.  Section  187  -  Section  145. 

CD.  180.  Provide  adequate  means  of  egress  in  case  of 
fire  by  installing  a  properly  constructed  and  secured  sta- 
tionary iron  (ladder,  stair)  leading  to  the  top  of 

(wall,  fence)  at  the  following  location: 
YARD   at  (east,  west,  north,  south). 

Section  187. 
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181.  Provide  adequate  means  of  egress  in  case  of  fire 
by  constructing  a  passageway,  not  less  than  3'  wide  and 
7'  high,  entirely  enclosed  with  fireproof  walls  and  ceiling, 
leading  from  the 

(YARD,  COURT)    to  the  street  (at,  on)  the 

CD.  Section  187  -  Section  143. 

Note  l. 

Direction :  Use  when  the  yard  is  less  than  30'  in  depth, 
and  when  there  is  no  egress  from  (yard,  court) 

and  fire-escapes  (except  party  wall  balconies)  are  at  the 
rear  and  when  gate  in  fence  to  adjoining  premises  is  not 
practicable. 

182.  Provide  proper  means  of  egress  in  case  of  fire  by 
arranging,  so  that  it  may  be  readily  opened,  the  gate  in 
the  fence  at  the  following  location : 

(YARD,  COURT)    at  the  lot  line. 

Note:  The  gate  may  be  fastened  with  movable  hooks 
or  latch  on  the  above  premises  side  but  never  with  a  lock. 

CD.  Section  187  -  Section  14.>. 

183.  Provide  proper  means  of  egress  in  case  of  fire 
by  entirely  removing  the  (gates,  doors,  flap  doors, 
etc.)  from  the  fireproof  passageway  at  the  following 
location : 

(YARD,  STREET,    COURT,  CELLAR)  at 

CD.  Section  187  -  Section  145. 

184.  Provide  proper  means  of  egress  in  case  of  fire 
to  the  adjoining  premises  by  entirely  removing  or  cut- 
ting an  adequate  gate  or  opening  in,  the  fence  at  the  fol- 
lowing location : 

ROOF    (of  the  main  building)  at 

CD.  Section  187  -  Section  145. 
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185.  Provide  a  safe  means  of  egress  in  case  of  fire 
from  the  (fire-escape,  balconies,  ladders,  stairways) 
by  fireproofing,  (fire-retarding)  the  entire  ceiling  directly 
under  the  roof  of  the  extension  at  the  following  location: 

STORY    (Front,  rear,  east,  west).  Section  145. 

Notes  1.  and  3. 

186.  Provide  a  safe  means  of  egress  in  case  of  fire 
by  (fireproofing,  fire-retarding)  the  ceiling  directly  under 
the  roof  of  the  extension  at  the  following  location : 

SrORY    (Front,  rear,  east,  west).  Section  145. 

Notes  1.  and  3. 

188.  Properly  fire-retard  the  ceiling  at  the  following 
location : 

(CELLAR,  STORY)    ceiling   at  (Front,  rear, 

east,  west).  CD.  Section  185  -  Section  240. 
Note  5. 

Direction:  Use  for  tenements  four  stories  or  more  in 
height,  and  for  converted  dwellings.  ■ 

189.  Properly  fire-retard  or  fireproof  the  separating 
wall  at  (east,  west,  north,  south)  of  the  entrance 
hall  at  the  following  location: 

STORY  Section  23S. 

Note  5. 

Direction:  Use  only  where  the  entrance  halls  of 
tenements  over  three  stories  in  height  adjoin. 

190.  Provide  a  bulkhead  at  the  following  location : 
ROOF     over  the  public  hall. 

Note  :  The  bulkhead  may  be  constructed  of  wood  cover- 
ed on  the  outside  with  metal  and  fire-retarded  on  the  in- 
side.   Said  bulkhead  must  be  provided  with  a  fireproof 
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or  fire-retarded  self-closing  door  and  may  be  fastened 
with  movable  hooks  or  bolts  only.  No  locks  or  other 
fastenings  will  be  permitted.  The  bulkhead  must  be  pro- 
vided with  a  stairway,  with  proper  hand  rail,  extending 
from  the  public  hall  on  the  uppermost  story,  to  and 
through  the  bulkhead  so  as  to  afford  adequate  and  un- 
obstructed egress  to  the  roof.  No  door  will  be  permitted 
at  the  foot  of  said  stairway.  Access  to  the  bulkhead 
must  be  had  directly  from  the  public  hall. 

CD.  Section  188  -  Section  233. 


Notes  1.  and  5. 

Direction :  Use  for  tenements  five  stories  or  more  in 
height  and  tenements  four  stories  and  basement  in  height 
which  are  occupied  or  are  arranged  to  be  occupied  by 
more  than  two  families  on  any  floor. 

Use  for  converted  dwellings  four  stories  or  more  in 
height  and  three  stories  and  three  stories  and  basement 
in  height  which  are  occupied  or  arranged  to  be  occupied 
by  more  than  one  family  on  any  floor  or  by  more  than 
three  families  in  all. 

191.    Provide  stationary  stairs,  leading  to  and  througii 
the  bulkhead  at  the  following  location : 
ROOF 
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Note  :  The  stairs  must  be  easily  accessible  to  all  tenants 
and  must  be  provided  with  proper  hand  rail. 

Sectiox  233. 

CD.  192.    Properly  cover  with  metal  the  outside  of  the 
bulkhead  at  the  following  location : 
ROOF  Section  188. 

CD.  193.    Properly  fire-retard  the  inside  of  the  bulkhead 
at  the  following  location : 
ROOF  Section  18S. 

Note  5. 

CD.  194.    Provide   a   fire-retarded  or   fireproof  .self- 
closing  door  for  the  bulkhead  at  the  following  location : 
ROOF 

Note:  The  bulkhead  door  may  be  fastened  on  the  in- 
side with  movable  bolts  or  hooks  but  no  key  lock  or  other 
fastening  will  be  permitted.  Section  188. 

Note  5. 

CD.  195.    Provide  a  proper  handrail  for  the  stairway 
leading  to  the  bulkhead  at  the  following  location: 
ROOF  Section  188. 

196.    Provide  a  scuttle  opening  not  less  than  21"  x  28'' 
at  the  following  location : 
ROOF    over  the  public  hall. 

Note  :  The  scuttle  opening  must  be  easily  accessible 
to  all  tenants  of  the  building  and  access  to  same  must 
be  direct  and  uninterrupted.  The  scuttle  opening  mu:>t 
be  located  in  the  roof  directly  over  the  public  hall  and 
must  be  accessible  without  passing  through  a  water-closet 
compartment,  room,  private  hall,  etc.  The  scuttle  opening 
must  be  provided  with  a  wooden  cover  the  outside  surface 
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of  which  is  metal  sheathed  and  said  cover  may  be 
fastened  on  the  inside  with  movable  hooks  but  no  lock 
or  other  fastenings  will  be  permitted.  A  stationary  iron 
ladder  of  sufficient  length  to  reach  the  opening  in  the 
roof  must  be  provided.  Section  233. 

Direction :  Use  for  tenements  not  exceeding  four  stories 
in  height  and  tenements  four  stories  and  basement  in 
height  which  are  occupied  or  arranged  to  be  occupied 
by  not  more  than  two  families  on  a  floor. 

CD.  197.    Provide  a  scuttle  opening  not  less  than  2 
feet  by  3  feet  at  the  following  location : 
ROOF   over  public  hall. 

Note  :  The  scuttle  opening  must  be  easily  accessible  to 
all  tenants  of  the  building  and  access  to  same  must  bs 
direct  and  uninterrupted.  The  scuttle  opening  must  be 
located  in  the  roof  directly  over  the  public  hall  and  mw.t 
be  accessible  without  passing  through  a  water-closet  com- 
partment, room,  private  hall,  etc.  The  scuttle  opening 
must  be  provided  with  a  wood  cover  the  outside  surface 
of  which  is  metal  sheathed  and  said  cover  may  be 
fastened  on  the  inside  with  movable  hooks  or  bolts  bat 
no  lock  or  other  fastenings  will  be  permitted.  A 
stationary  iron  ladder  of  sufficient  length  to  reach 
the  opening  in  the  roof  must  be  provided.    Section  188. 

Direction :  Use  for  Converted  Dwellings  not  exceeding 
two  stories  and  basement  in  height  and  for  Converted 
Dwellings  three  stories  and  three  stories  and  basement 
in  height  and  not  occupied  or  arranged  to  be  occupied 
by  more  than  one  family  on  each  floor  or  more  than 
three  families  in  all. 

198.  Enlarge,  so  that  it  shall  be  not  less  than  21"  x  28", 
the  existing  scuttle  opening  at  the  following  location : 
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ROOF  Section  233. 

Direction :  Use  where  a  scuttle  opening  is  permissable. 

CD.  199.    Enlarge  so  that  it  shall  be  not  less  than  two 
feet  by  three  feet  the  existing  scuttle  opening  at  the  fol- 
lowing location : 
ROOF  Section  188. 

Direction :  Use  where  a  scuttle  opening  is  permissable. 

200.    Enlarge,  so  that  it  shall  be  not  less  than  21"  x  28", 
the  opening  in  the  ceiling  under  the  scuttle  opening  at 
the  following  location: 
ROOF  Section  233. 

Direction :  Use  where  a  scuttle  opening  is  permissable. 

CD.  201.    Enlarge,  so  that  it  shall  be  not  less  than  two 
feet  by  three  feet,  the  opening  in  the  ceiling  under  the 
scuttle  at  the  following  location : 
ROOF  Section  183. 

Direction :  Use  where  a  scuttle  opening  is  permissable. 

202.  Provide  with  proper  outside  metal  sheathing  the 
scuttle  cover  at  the  following  location : 

ROOF  CD.  Section  188  -  Section  233. 

Direction :  Use  where  a  scuttle  opening  is  permissable. 

203.  Provide  a  stationary  iron  ladder  of  sufficient 
length  to  reach  the  scuttle  opening  at  the  following 
location : 

ROOF 

Note  :  The  ladder  must  be  easily  accessible  to  all 
tenants  of  the  building.  CD.  Section  188  -  Section  233. 

All  ladders  leading  to  scuttles  must  be  of  iron  construc- 
tion not  less  than  fifteen  inches  (15")  wide  with  strings 
not  less  than  one  and  one-half  inches  by  three-eighth  inch 
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X  ^A").   Five-eighth  inch  (^")  rungs  not  more 
than  twelve  inches  (12")  apart.  Strings  of  such  ladders 
shall  be  secured  at  top  and  bottom  and  must  be  so 
arranged  as  to  permit  sufficient  toe  hold. 
Direction :  Use  where  a  scuttle  opening  is  permissable. 

204.  Properly  reset,  so  as  to  afford  proper  access,  the 
present  ladder  leading  to  the  scuttle  opening  at  the  fol- 
lowing location : 

ROOF  CD.  Section  188  -  Section  233. 

Direction :  Use  where  a  scuttle  opening  is  permissable 
and  where  an  adequate  iron  ladder  is  present. 

205.  Make  stationary  the  present  iron  ladder  leading 
to  the  scuttle  opening  at  the  following  location: 

ROOF  CD.  Section  188  -  Section  233. 

206.  Remove  the  (lock  or  other  illegal  fasten- 
ings) from  the  (door,  scuttle,  bulkhead)  at  the  following 
location : 

ROOF 

Note:  The  (door,  scuttle,  bulkhead)  may  only  be 
secured  by  movable  hooks  or  bolts. 

CD.  Section  188  -  Section  233. 

207.  Provide  proper  means  of  egress  in  case  of  fire  by 
removing  the  portion  of  the  banister  obstructing  access 
to  the  scuttle  ladder  at  the  following  location : 

STORY    public  hall.  CD.  Section  188  -  Section  233. 

208.  Provide,  with  proper  hinges,  the  scuttle  cover  at 
the  following  location : 

ROOF  CD.  Section  188  -  Section  233. 

209.  Remove  the  door  from  the  scuttle  closet  at  the 
following  location : 

STORY  CD.  Section  188  -  Section  233. 
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210.  Remove  all  encumbrances  from  the 
(bulkhead,  scuttle,  closet,  etc.)  at -the  following  location: 

STORY  CD.  Section  188  -  Section  233. 

Direction :  Use  only  after  diligent  personal  effort  has 
been  made  to  have  encumbrances  removed. 

211.  Discontinue  the  use  of  the  for  the  storage 
of  (paint,  oil,  drugs,  etc.)  or  glaze  with  wire  glass 
or  solidly  close  the  (transoms,  windows)  opening 
from  the  into  the  public  halls  at  the  following 
location : 

STORY    (Front,  rear,  east,  west). 
Note  :  If  the  window  or  transom  is  to  be  glazed  with 
wire  glass,  the  sash  trim  and  all  wooden  parts  of  same 
must  be  covered  with  metal.  Section  309. 

212.  Replace  with  standard  wire  glass,  the  present 
glass  in  the  (doors,  transoms,  windows,  etc.)  at  the 
following  location  : 

STORY    (Front,  rear,  east,  west). 

CD.  Section  189  -  Section  238. 

213.  Discontinue  the  use  of  the  for  the  storage 
of  (paint,  oil,  drugs)  or  provide  (a)  fireproof  doors 
at  the  openings  leading  to  the  public  halls  at  the  following 
location : 

STORY   at  (Front,  rear,  east,  west). 

Note  :  The  casing  and  trim  of  the  doors  must 

be  covered  with  metal.  Section  309. 

214.  Properly  fire-retard  by  covering  with  metal  lath 
plastered  with  two  coats  of  mortar  or  by  covering  with 
26  gauge  metal  the  surfaces  at  the  following  location: 
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STORY    the  soffits  or  underside  of  the  main  stairway 
directly  over  the  stairway  leading  to 
(Basement,  cellar,  sub-cellar).     Section  243. 

215.  Enclose,  with  properly  constructed  fire-retarded 
partitions,  the  sairs  at  the  following  location : 

STORY    the    stairway    leading    to  (Basement, 

cellar,  sub-cellar). 
Note  :  The  partitions  must  extend  from  the  floor  level 
of  the  story  up  to  the  level  of  the  next  higher  story. 

All  doors  to  such  enclosure  must  be  fireproof  and  self- 
closing.   Both  sides  of  partitions  must  be  fire-retarded. 

Section  242. 

Note  5. 

Direction:  Use  order  214  in  conjunction  with  this  order 
if  necessary. 

216.  Properly  fire-retard  by  covering  with  metal  lalh 
and  two  coats  of  mortar  or  by  covering  with  26  gauge 
metal,  the  surfaces  at  the  following  location : 

STORY    the  soiifits  or  underside  of  the  main  stairway 
directly  over  the  stairway  leading  to 
(basement,  cellar,  sub-cellar). 
STORY    the  partition  enclosing  the  stairway  leading 
to  the    (basement,  cellar,  sub-cellar). 
Note  :  Both  sides  of  the  partitions  must  be  fire-retarded 
All  doors  to  such  enclosure  must  be  fireproof  and  self- 
closing.  Section  242. 

CD.  217.  Enclose  with  stud  partitions,  fire-retarded  or 
plastered  on  both  sides,  the  stairs  at  the  following  location : 
STORY    the  stairs  leading  to  the  cellar. 

Note:  The  partitions  must  extend  from  the  cellar  floor 
to  the  floor  above  and  the  soffits  and  stringers  of  such 
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stairs  must  be  fire-retarded  and  such  stair  enclosure  must 
be  equipped  with  a  fireproof  self-closing  door  at  the 
bottom.  Section  190. 

Note  5. 

CD.  218.    Properly  fire-retard  the  (soffits,  stringers),  of 
the  inside  stairs  at  the  following  location : 
CELLAR    at  (Front,  rear,  east,  west)  the  stairs 

leading  to  the  story.         Section  190. 

Note  5. 

CD.  219.    Solidly  close  the  space  between  the  treads  of 
the  inside  stairs  at  the  following  location: 
CELLAR   at  (Front,  rear,  east,  west)  the  stairs 

leading  to  the  storj'.         Section  190. 

Direction :  Use  where  the  stairs  are  properly  enclosed 
but  spaces  between  treads  are  open. 

220.  Provide  a  proper  fireproof  self-closing  door  for 
the  door  opening  leading  (from,  to)  the 
(public  hall,  stair  hall,  fire  stair,  fireproof  stair,  etc.) 
at  the  following  location : 

STORY    at  (Front,  rear,  east,  west). 

CD.  Section  189  -  Section  309. 

221.  Provide  a  proper  fireproof  self-closing  door  for 
the  opening  in  the  dumbwaiter  shaft  at  the  following 
location : 

STORY    at  (Front,  rear,  east,  west). 

Section  309. 

222.  Provide  a  proper  fire-retarded  or  fireproof  self- 
closing  door  at  the  (top,  bottom,)  of  the  stair 
enclosure  at  the  following  location: 
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CELLAR    at  (Front,  rear,  east,  west)  the  en- 

closure of  the  stairs  leading  to  story. 

CD.  Section  190  -  Section  242.' 

Note  5. 

223.  Refit,  so  as  to  maintain  an  effective  fire  stop,  the 
fireproof  door  at  the  following  location: 

STORY    at  (Front,  rear,  east,  west). 

Section  78. 

224.  Arrange  and  make  self-closing  the  doors  at 
the  following  location: 

STORY    at         •  (Front,  rear,  east,  west). 

CD.  Section  189  -  Sections  238,  309. 

225.  You  are  hereby  ordered  in  accordance  with  Sec- 
tion eleven  of  the  Multiple  Dwelling  Law  to  fire-retard 
the  entrance  hall  and  stair  on  all  stories. 

Note:  A  "stair"  includes  the  stair  landings  and  those 
portions  of  a  public  hall  through  which  it  is  necessary  to 
nass  in  going  between  the  entrance  floor  and  the  roof. 
Subdivision  24,  Section  4,  Multiple  Dwelling  Law. 
Note  1. 

!?26.    You  are  hereby  ordered  in  accordance  with  Sec- 
tion eleven  of  the  Multiple  Dwelling  Law  to  fire-retard 
the  entrance  hall,  and  replace  with  properly  fire-retarded 
stair,  the  stair  at  the  following  location : 
«?TORIES 

Note:  A  "stair"  includes  the  stair  landings,  and  those 
portions  of  a  public  hall  through  which  it  is  necessary  to 
pass  in  going  between  the  entrance  floor  and  the  roof. 
Subdivision  24,  Section  4,  Multiple  Dwelling  Law. 
Note  1. 

Direction:  Use  for  non-fireproof  stair. 
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CD.  227.  Increase,  so  that  they  shall  be  not  less  than 
two  feet  six  inches  in  width  the  (hall,  stair)  at 

the  following    location : 

STORY  Section-  189. 

Note  1. 

CD.  228.    Increase,  so  that  it  shall  be  not  less  than  two 
feet  eight  inches  in  width  the  entrance  hall  at  the  fol- 
lowing location : 
STORY    between  the  entrance  door  and  the  first  flight 
of  stairs.  Section  189. 

Note  1. 

c.  D.  229.  Make  stationary  the  transoms  over  the  doors 
leading  to  public  halls  from  apartments  at  the  following 
location : 

STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ).  Section  189. 

CD.  230.    Provide  an  independent  entrance  from  the 
outside  of  the  building  not  less  than  two  feet  six  inches 
wide  and  six  feet  high  at  the  following  location : 
CELLAR    at  (Front,  rear,  east,  west). 

Section  192. 

Note:    Access  to  or  egress  from  such  en- 
trance may  be  had  by  means  of  a  fire  ladder 
or  a  fireproof  stair. 
Note  1. 

CD.  231.    Provide  a  stationary  iron  ladder  or  fireproof 
stair,  for  the  outside  entrance  at  the  following  location : 
CELLAR    (Front,  rear,  east,  west).  Section  192. 

CD.  232.    Remove  the  (key  locks,  etc.)  from  the 

(grating  door)  over  the  (fire  ladder,  fireproof  stairs) 
at  the  following  location : 
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CELLAR    at  (Front,  rear,  east,  west). 

Note  :  The  grating  shall  be  arranged,  so  that  it  can  be 
readily  opened  at  all  times.  Section  193. 

233.  Solidly  close,  with  fire  proof  or  fire  retarding 
material  or  provide  with  fireproof  self-closing  doors,  the 
openings  leading  to  the  (public  hall)  from  the 
(store)  at  the  following  location: 

STORY   at  (Front,  rear,  east,  west). 

Note  :  If  fireproof  door  is  provided,  the  casing  and  trim 
must  be  fire  proofed.  Sections  61  and  309. 

234.  Solidly  close,  with  fireproof  or  fire-retarding 
material  or  provide  with  fireproof  tight  fitting  stationary 
windows,  the  openings  leading  to  the  (public  hall, 
non-fire  proof  shaft)  from  the  (store)  at  the  fol- 
lowing location : 

STORY   at  (Front,  rear,  east,  west). 

Note:  Windows,  if  provided,  must  be  glazed  with  wire 
glass.  Sections  61  and  309. 


59 


COOKING  SPACES 

CD.  240.    Arrange  and  maintain  so  as  to  conform  to  law 
the  following  located  (closets)  used  for  cooking  purposes: 
STORY   apartment  at  (Front,  rear,  east,  west), 

(No.  ): 

By  properly  fire-retarding  tiie  walls  and 
ceiling  of  said 

By  properly  fire-retarding  the  floor  of  said  . 
By  providing  a  fireproof  door,  with  an  open- 
ing of  not  less  than  36  square  inches  in  the 
lower  portion  thereof,  at  the  openings  of 
said 

By  providing  an  adequate  means  of  mechani- 
cal ventilation  capable  of  making  at  least  six 
changes  per  hour  of  the  air  volume  of 
said 

By  providing  in  the  ceiling  of  said: 
sprinkler  head  with  fusible  struts  constructed 
to  fuse  at  a  temperature  not  higher  than  165 
degrees  Fahrenheit.  Such  sprinkler  heads 
shall  be  connected  with  the  water  supply  cf 
the  building  through  a  pipe  of  at  least  one- 
half  inch  inside  diameter. 
By  providing  a  pipe  for  gas  or  a  conduit  for 
electricity  for  said 

Sections  33  and  176. 

Note  5. 

CD.  241.  Arrange  and  maintain  so  as  to  conform  to 
law,  the  following  located  (closets)  used  for  cooking 
purposes : 

STORY   apartment  at  (Front,  rear,  east,  west), 

(No.         )  : 
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By  properly  fire-retarding  the  walls  and  ceil- 
ing of  said 

By  properly  fire-retarding  the  inner  surface  of 
the  door  at  the  opening  of  said 
By  providing  openings  of  not  less   than  6t 
square  inches  in  the  upper  and  lower  portions 
of  said  door. 

By  providing  means  for  artificially  lighting 
said 

By  providing  a  pipe  for  gas  or  a  conduit  for 
electricity  for  said  .        Section  176. 

Note  5. 

CD.  242.  Arrange  and  maintain  so  as  to  conform  to 
law,  the  following  located  (compartment)  used  for  cook- 
ing purposes : 

STORY    apartment  at  (Front,  rear,  east,  west), 

(No.         )  : 

By  properly  fire-retarding  the  partitions  and 
ceiling  of  said 

By  providing  a  window  opening  to  the  street, 
yard  or  court.  Said  windows  to  be  one-tenth 
the  superficial  floor  area  and  not  less  than 
one  foot  by  three  feet  for  said 
By  providing  a  pipe  for  gas  or  conduit  for 
electricity  for  said 

By  properly  fire-retarding  or  covering  with 
18  gauge  metal  the  combustible  (mate- 
rial, shelving,  floor  underneath)  the  cooking 
apparatus  in  said  .  Section  17G. 


Note  5. 
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CD.  243.  Extend  the  partitions  to  the  ceiling  so  as 
to  separate  from  every  other  room,  the  cooking  space 
at  the  following  location : 

STORY   apartment  at  (Front,  rear,  east,  west), 

(No.  ). 

Note:  The  partitions,  ceiling  and  floor  of  such  space 
shall  be  fire-retarded.  Section  176. 

Note  5. 

CD.  244.  Properly  fire-retard  for  a  distance  of  two 
feet  beyond  the  cooking  apparatus,  the  surface  of  the 
wall  (behind,  below)   the  said  apparatus  in  the 

kitchen  at  the  following  location : 
STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ).  Section  176. 

Note  5. 

CD.  245.  Discontinue,  as  a  cooking  space,  the  illegal 
use  of  the  (bathroom,  etc.)  at  the  following  loca- 

tion : 

STORY    (Front,  rear,  east,  west). 

(No.  ).  Section  176. 

CD.  246.    Provide  artificial  means  of  lighting  for  the 
(closet),  used  for  cooking  purposes,  at  the  follow- 
ing location : 

STORY    apartment  at  (Front,  rear,  east,  west). 

(No.  ).  Section  176. 

CD.  247.  Provide  with  a  pipe  for  gas  or  conduit  fer 
electricity  the  (closet)  used  for  cooking  purposes, 

at  the  following  location : 
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STORY    apartment  at  (Front,  rear,  east,  west). 

(No.           ).  Section  176. 

CD.  248.  Properly  cover  with  18  gauge  metal  the 
underside  of  the  wooden  shelving  directly  over  the  cook- 
ing apparatus  in  the  (kitchen,  closets,  etc.)  at 
the  following  location : 

STORY   apartment  at  (Front,  rear,  east,  west). 

(No.           ).  Secticv  176. 
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DRAINAGE. 

260.  Provide  a  separate  house  sewer  and  house 
drain  properly  connected  to  the  plumbing  system  of  the 
building  and  to  the  main  sewer.     Sections  77  and  300. 

Notes  1  and  4. 

261.  Remove  the  present  cesspool  and  all  sewage  sat- 
urated earth,  disinfect  the  site  and  fill  with  fresh  earth. 
Connect  the  plumbing  system  of  the  building  to  the  main 
sewer  by  installing  a  new,  properly  constructed  house 
sewer  and  house  drain.  Sections  77  and  309. 

Notes  1  and  4. 

262.  Remove  the  present  (earthenware,  defect- 
ive) house  drain  and  all  sewage  saturated  earth,  dis- 
infect the  site  and  fill  with  fresh  earth.  Connect  tlie 
plumbing  system  of  the  building  to  the  house  sewer 
outside  of  the  front  wall  by  a  new  properly  constructed 
house  drain.  Section  309. 

Notes  1  and  4. 

263.  Properly  support  at  intervals  of  not  more  than 
ten  feet  by  means  of  suitable  hangers  or  8"  brick  piers, 
the  house  drain  at  the  following  location : 

CELLAR  at      -     (Front,  rear,  east,  west). 

Section  7S. 

264.  Regrade,  to  a  uniform  grade  of  not  less  than 
one  quarter  inch  per  foot  the  (cast  iron)  pipe 
at   the  following  location : 

CELLAR,  STORY  at         (Front,  rear,  east, 

v/est).  Section  78. 

Notes  3  and  4. 
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265.  Provide  a  properly  trapped,  sewer  connected, 
extra  heavy  cast  iron  drain  at  the  following  location : 

YARD,  AREA,  COURT,  SHAFT,  CELLAR, 
PASSAGEWAY,  etc.  —  at  (Front, 
rear,  east,  west). 

Sections  77  and  309. 

Notes  3  and  4. 

266.  Provide  a  properly  trapped,  sewer  connected, 
extra  heavy  cast  iron  drain  at  the  following  location: 

YARD,  AREA,  COURT,  SHAFT,  CELLAR, 
PASSAGEWAY  —  at  (Front,  rear, 

east,  west.) 

The  surface  of  the  (yard,  etc.)  must  be  con- 

creted with  four  inches  of  good  concrete  and  slope  not 
less  than   one  quarter  inch  per  foot  toward  the  pro- 
posed drain.  Sections  77  and  309. 
Notes  3  and  4. 

267.  Provide  a  properly  trapped  sewer  connected, 
extra  heavy  cast  iron  drain  at  the  following  location : 

YARD,  AREA,  COURT,  SHAFT,  CELLAR, 
PASSAGEWAY  —  at  (Front,  rear, 

east,  west.) 

The  surface  of  the  (yard,  etc.)  must  be  prop- 

erly graded  with  a  slope  of  not  less  than  one-quarter 
inch  per  foot  toward  the  proposed  drain. 

Sections  77  and  309. 

Notes  3  and  4. 

268.  Provide  a  proper  cast  iron  trap  for  the  drain 
at  the  following  location: 
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YARD,  AREA,  COURT,  SHAFT,  CELLAR, 
PASSAGEWAY,  ETC.  —  at  (Front, 
rear,  east,  west).  Sections  77  and  309. 
Notes  3  and  4. 

269.  Provide  with  proper  cast  iron  drainage  inlet 
protected  by  a  grating  or  strainer,  the  drain  at  the 
following  location : 

YARD,  AREA,  COURT,  SHAFT,  CELLAR, 
PASSAGEWAY,  ETC.  —  at  (Front, 
rear,  east,  west).  Sections  77  and  309. 
Note  4. 

270.  Provide  a  suitable  strainer  for  the  drain  at 
the  following  location : 

YARD,  AREA,  COURT,  SHAFT,  CELLAR, 
PASSAGEWAY,  ETC.  —  at  (Front, 
rear,  east,  west).  Section  78. 

271.  Clear  of  all  obstructions  and  make  effective  the 
fresh  air  inlet  at  the  following  location : 

STREET,  YARD,  STORY  —  at  (Front,  rear, 

east,  west).  Sections  78  and  309. 

272.  Repair  the  (Broken,  defective)  fresh  air 
inlet  located           (in,  at)  the 

STREET,  YARD,  STORY,  —  at  (Front,  rear, 

east,  west).  Section  78. 
Note  4. 

273.  Provide  a  suitable  tight  cover  for  the  handhole 
opening  of  the  trap  of  the  at  the  following  loca- 
tion : 

STORY           (Front,  rear,  east,  west).  Section  309. 
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274.    Discontinue  the  nuisance  consisting  of 
(waste  water,  sewage,  etc.)  flowing   into  the 
(street,  yard,  court,  area,  etc.)   from  the  (rain 
leader,  etc.)  at  the  following  location: 

(STRET,  YARD,  COURT,  AREA,  STORY,  ETC.) 
—  at  (Front,   rear,   east,  west). 

Sections  77  and  309. 
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WATER  CLOSET  ACCOMMODATIONS. 


urinals,  etc.)  from  the 
(YARD,   COURT,  CELLAR)   —  and  provide  one 


water-closet,  within  the  building,  for  each 
two  families  in  accordance  with  Section  250 
of  the  Multiple  Dwelling  Law. 


must  be  removed  and  the  masonry  work,  if  any,  must 
be  demolished. 

A  layer  of  quick  lime  must  be  sprinkled  over  the 
bottom  and  sides  of  the  pit  or  vault  and  this  quick  lime 
must  be  moistened. 

The  brick  work  must  be  tumbled  into  the  pit  or 
vault,  covered  with  a  second  layer  of  quick  lime  and 
moistened. 

The  excavation  must  then  be  filled  in  with  fresh 
earth,  level  with  the  surrounding  ground. 

All  plumbing  connections  must  be  properly  plugged 
or  sealed. 

The  disinfection  must  be  done  in  the  presence  of  an 
inspector  of  this  Department  and  the  sealing  of  all  pipe 
connections  must  be  approved  before  covering. 

The  present  water-closets  must  be  maintained  in  ser- 
viceable condition  until  the  new  water-closets  are  ready 
for  use. 


Note:  If  it  is  found  that  the  house  drain 
is  earthenware  or  brick,    said  drain  must 
be  removed  and  a  proper  extra  heavy  cast 
iron  house  drain  must  be  provided. 
Notes  1  and  4. 

Direction  :  Use  Note  where  it  is  not  pos- 


280.    Entirely    remove  the 


(water-closets, 


The  superstructure  in  the 


(yard,  court,  cellar) 
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sible  to  ascertain  the  material  of  the  house 
drain. 

281.  Entirely  remove  the  (water-closets, 
urinals,  etc.)  from  the 

(YARD,  COURT,  CELLAR) 

The  superstructure  in  the  (yard,  court,  cellar) 

must  be  removed  and  the  masonry  work,  if  any,  must 
be  demolished. 

A  layer  of  quick  lime  must  be  sprinkled  over  the  bottom 
and  sides  of  the  pit  or  vault  and  this  quick  lime  must 
be  moistened. 

The  brickwork  must  be  tumbled  into  the  pit  or  vault, 
covered  with  a  second  layer  of  quick  lime  and  moistened. 

The  excavation  must  then  be  filled  in  with  fresh  earth, 
level   with  the  surrounding  ground.  Section  250. 

Note  3. 

Direction  :  Use  where  the  required  number 
of  water-closets  are  within  the  building. 

282.  Provide  (a,  an)  (additional)  water- 
closet  constructed  and  arranged  in  accordance  with  Sec- 
tion 250  of  the  Multiple  Dwelling  Law  and  accessible 
to  the  following  apartments : 

STORY    apartments  at  (Front,  rear,  east,  west). 

Notes  1  and  4. 

283.  Remove  the  water-closets  from  the  present  un- 
lighted  and  unventilated  compartments   on  the 
stories  and  provide  water-closets    constructed  and  ar- 
ranged in  accordance  with  Section  250  of  the  Multiple 
Dwelling  Law  and  accessible  to  the  following  apartments : 

STORY    apartments  at  (Front,  rear,  east,  west). 

Notes  1  and  4. 
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284.  Remove  the  present  water-closets  from  the  cellar, 
properly    seal  all  openings  and  provide  water-closets 
constructed  and  arranged  in  accordance  with  Section ' 
250  of  the  Multiple  Dwelling  Law  and  accessible  to 
the  following  apartments : 

STORY    apartments  at  (Front,  rear,  east,  west). 

(No.  ). 
Notes  1  and  4. 

285.  Remove    the    present  (inadequate,  foul) 
(pan,  offset,  plunger,  long  hopper)  water-closet 

and  replace  same  with  an  approved  type    of  earthen- 
ware water-closet  at  the  following  location : 
STORY    (hall,  apartment)  (Front,   rear,  east, 

west),  (No.  ). 

Proper  back  venting  must  be  provided  where 

vent  lines  exist.  Section  30^. 

Note  4. 

CD.  286.    Provide  a  separate  water-closet,  constructed 
and  arranged  in  accordance  with  Section    200  of  the 
Multiple  Dwelling  Law,  within  the  apartments  at  the 
following  location : 
STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ). 
Notes  1  and  4. 

CD.  287    Remove  the   present  (unlighted,  un- 

ventilated)  (water-closet)   compartment  and  pro- 

vide (water-closets)   constructed  and  arranged  in 

accordance  with  Section  200  of  the  Multiple  Dwelling 
Law  within  the  apartments  at  the  following  location: 
STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ). 
Notes  l  and  4. 
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CD.  288.    Remove  the  present  water-closet  and  prop- 
erly seal  all  pipe  openings  used  in  connection  with  the 
same  at  the  following  location : 
CELLAR   at  (Front,  rear,  east,  west). 

Section  200. 

Note  4. 

CD.  289.    Arrange  the  water-closet  compartment  so  that 
it  shall  be  accessible,  without  passing  through  the  public 
hall,  to  the  apartment  at  the  following  location : 
STORY   apartment  at         (Front,  rear,  east,  west;, 
(No.  ). 

Note  :  The  existing  door  to  public  hall  shall 
be  removed  and  the  opening  sealed  by  con- 
struction similar  to  the  remainder  of  the  par- 
tition. Section  200. 

CD.  290.  Increase,  so  that  it  shall  be  not  less  than 
2'4"  in  width  the  (water-closet,   bath  compart- 

ment) at  the  following  location: 
STORY   apartment  at         (Front,  rear,  east,  west), 
(No.  ).  Section  200. 

CD.  291.  Provide  a  window  not  less  than  one  foot 
by  three  feet,  opening  to  the  (street,  yard,  court) 

for  the  (water-closet  compartment)  at  the  follow- 

ing location : 

STORY   apartment  at         (Front,  rear,  east,  west), 
(No.  ). 

Note:  Such  window  shall  be  arranged  to 
open  one  half.  Section  200. 

CD.  292.    Extend   the    present  (plastered,  tile) 

partitions  to  the  ceiling  of  the  (water-closet,  bath 

room)  compartment  at  the  following  location : 
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STORY   apartment  at         (Front,  rear,  east,  west), 
(No.  ). 

Note:  The  (water-closet,  bath  room) 

compartment  shall  be  separate  from  every 
other  (water-closet   and   bath).  All 

partitions  enclosing  such  compartment  shall 
be  plastered  or  tiled  from  the  floor  to  the 
ceiling.  Section  200. 

CD.  293.    Provide  proper  plastered  partitions  extend- 
ing from  floor  to  ceiling  for  the  (water-closet, 
bath  room)  compartment  at  the  following  location: 
STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ). 

Note:  Water-closet  compartments  shall  be  at 
least  two  feet  four  inches  wide  in  the  clear. 

Section  200. 

CD.  294.    Provide  proper  means  of  night  lighting  for 
the  water-closet  compartment  at  the  following  location : 
STORY   apartment  at         (Front,  rear,  east,  west), 
(No.  ). 

Section  200. 

CD.  295.    Replace  the  present  (wood,  cement) 

(floor,  base)  with  proper  approved  water  proof 
(floor,  base)  consisting  of  stone,  slate,  tile  or  other  ap- 
proved waterproof  non-absorbing  material,  in  the 
(water-closet,  bathroom)  compartment  at  the  following 
location : 

STORY    apartment  at  (Front,  rear,  east,  west). 

(No.  ).  Section  200. 


296.   Reset,  so  as  to  secure  a  proper  and  tight  con- 
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nection,  the  bowl  of  the  water-closet  at  the  following 
location : 

STORY    (hall,  apartment)  at  (Front,  rear,  east, 

west),  (No.  ). 

Sections  78  and  30'J. 

297.  Provide  adequate  appliances  so  as  to  effectually 
flush  the  water-closet  at  the  following  location : 

STORY    (hall,  apartment)  at  (Front,  rear,  east, 

west),  (No.  ). 

Sections  78  and  309. 

298.  Replace  with  new,  the  present  (inadequate, 
broken)  flush  pipe  of  the  water-closet  at  the  following 
location : 

STORY    (hall,  apartment)  at  (Front,  rear,  east, 

west).  (No.  ). 

Sections  78  and  309. 

299.  Repair  the  flushing  apparatus  and  maintain  same 
so  as  to  effectually  flush  the  water-closet  at  the  follow- 
ing location : 

STORY    (hall,  apartment)  at  (Front,  rear,  east, 

west),  (No.  ). 

Sections  78  and  309. 

300.  Properly  repair  the  (leaky,  defective) 
connection  at  the  following  location: 

STORY    (hall,  apartment)  at  (Front,  rear,  east, 

west),  (No.  )  between  the 

(flush  pipe  and  water-closet  bowl), 
(flush  pipe  and  flush  tank.) 

Sections  78  and  309. 
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301.  Remove  the  front  woodwork  from  the  water- 
closet  at  the  following  location : 

STORY    (hall,  apartment)  at  (Front,  rear,  east, 

west),  (Xo.  ). 

Note  :  The  space  underneath  such  water- 
closets  must  be  left  open  and  the  floor  sur- 
face and  wall  surface  beneath  must  be  main- 
tained in  good  repair. 

CD.  Section  200  —  Section  T'l. 

302.  Place  and  maintain  in  good  repair  the  surface 
bene'th  and  around  the  -water-closet  at  the  following 
location : 

STORY    (hall,  apartment)  at  (Front,  rear,  east, 

west),  (No.  ). 

Section  7S. 

303.  Remove  the  (corroded,  foul)  drip  trays 
from  the  water-closets  at  the  following  location: 

STORY    (hall,  apartment)  at         (Front,  rear,  east, 
west),  (No.  ). 

CD.  Section  200  —  Section  76. 
Direction:  Use  where  drip  trays  are  found. 
No  drip  trays  are  permitted. 

304.  Properly  close  so  as  to  be  gas  tight  the  waste 
pipe  connections  of  the  lead  safes  under  the  water- 
closet  at  the  following  location : 

STORY    (hall,  apartment)  at  (Front,  rear,  ear.t, 

west),  (No.  ). 

Section  309. 

305.  Thoroughly  cleanse  and  paint  with  light  colored 
paint,  the  wooden  surface  beneath  and  around  the  water- 
closet  at  the  following  location: 
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STORY    (hall,  apartment)  at         (Front,  rear,  east, 
west),  (No.  ). 

Section  30D. 

306.  Remove  all  obstructions  from  the  water-closets 
at  the  following  location : 

STORY    (hall,  apartment)  at  (Front,  rear,  east, 

west),  (No.  ). 

Section  78. 

307.  Provide  a  proper  seat  for  the  water-closet  at 
the  following  location : 

STORY    (hall,  apartment)  at         (Front,  rear,  east, 
west).  Section  78. 

308.  Provide  proper  (lock,  keys)  for  the  water- 
closet  at  the  following  location : 

STORY   hall  at  (Front,  rear,  east,  west), 

(No.  ). 

Note:  The  tenants  of  the  apartments  making 
use  of  such  water-closets  must  be  provided 
with  keys  so  that  access  to  the  water-closet 
and  use  thereof  are  limited  exclusively  to 
the  aforesaid  apartments.         Section  250. 

309.  Readjust  the  seat  so  that  same  shall  set  properly 
over  the  rim  of  the  bowl  of  the  water-closet  at  the 
following  location : 

STORY    (hall,  apartment)  at         (Front,  rear,  east, 
west),  (No.  ). 

Section  73. 

310.  Entirely  enclose  with  plastered  partitions,  ex- 
tending from  floor  to  ceiling,  the  water-closet  at  the 
following  location: 
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STORY    (hall,  apartment)  at         (Front,  rear,  east, 
west),  (No.  ). 

Section  309. 

311.  In  accordance  with  Section  200  of  the  Multiple 
Dwelling  Law,  provide  (light-ventilation)  for  the 

water  closet  compartment  at  the  following  location: 

STORY   apartment  at  (Front,  rear,  east,  west). 

Note  1. 


1 
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SINKS. 

320.  Provide  a  sink  at  the  following  location : 
(CELLAR,  STORY)     apartment  at  (Front, 

rear,    east,    west),  (No.  ).  in 

the  (kitchen,  etc.) 

Such  sink  must  be  properly  trapped,  sup- 
ported and  connected  to  the  plumbing  system 
of  the  building,  and  must  not  be  enclosed  with 
woodwork  but  must  be  left  entirely  open. 
Notes  2  and  4.  Section  309. 

321.  Reset,  and  provide  a  proper  support  for  the 
sink  at  the  following  location : 

(CELLAR,    STORY)    apartment    at  (Front, 
rear,    east,    west),  (No.  ),  in 

the  (kitchen,  etc.)  Section  78. 

Note  :  Such  sink  must  not  be  enclosed  with 
woodwork. 

322.  Remove  the  woodwork  and  leave  open  the  space 
underneath  the  sink  at  the  following  location : 

(STORY)    (apartment,  hall)    at  (Front,  rear 

east,  west). 

CD.  Section  200.  —  Section  76. 
Note:  The  floor  and  wall  surface  beneath 
such  sink  must  be  placed  and  maintained  in 
good  repair. 

323.  Remove  the  present  defective  and  corroded  metal 
flashings  around    the  sink  at  the  following  location : 

STORY    (hall,  apartment)  at  (Front,  rear,  east, 

west),  (in,  at)  the 

Section  309. 
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324.  Cleanse  and  paint  a  light  color,  the  surface 
beneath  and  around  the  sink  at  the  following  location: 

STORY    (hall,  apartment)  at  (Front,  rear,  east, 

west),        No.       ,        (in,  at)  the 

Section  80. 
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PLUMBING  FIXTURES. 

340.  Replace  with  a  new  fixture  the  present 
(broken,  defective)   fixture  at  the  following  location: 
STORY    (hall,     apartment)    at  (Fiont,  rear, 

east,  west),  (No.  ),  the 

(sink,  washtubs,  basin,  bath  tub,  water-closet 
bowl,  etc.)  (in,  at)  the  (kitchen, 

etc.). 

Note   4  Section  309. 

341.  Remove  the  disused  fixture  and  properly  seal 
the  pipe  connections  at  the  following  location: 

STORY    (hall,     apartment)    at  (Front,  rear, 

east,  west),  (No.  ),  the 

(sink,  washtubs,  basin,  bath  tub,  water-closet 
bowl,  etc.)  (in,  at)  the  (kitchen, 

etc.). 

Note   4  Section  309. 

342.  Replace  with  new,  the  present  (saturated, 
defective,  wooden)  washtub  covers  at  the  following 
location : 

STORY    (hall,     apartment)    at  (Front,  rear, 

east,  west),  (No.  -        ),  (in, 

at)  the  (kitchen,  etc.). 

Section  309. 

343.  Replace  with  new,  the  present  (defective, 
broken),  faucets  at  the  following  location: 

STORY    (hall,     apartment)    at  (Front,  rear, 

east,  west),  (No.  ),  (in, 

at)  the  (kitchen,  etc.). 

Section  309. 
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344.  Provide  a  proper  trap,  with  proper  waste  pipe 
connections  for  the  fixtures  at  the  following  location : 

STORY    (hall,     apartment)    at  (Front,  rear, 

east,  west),         (No.  ),  the 

(sink,   washtubs,  basin,  etc.)  (in,  at) 

the  (kitchen,  etc.).  Section  309. 

Note  4 

345.  Provide  proper  waste  pipe  connections  for  the 
fixtures  at  the  following  location : 

STORY    (hall,     apartment)    at  (Front,  rear, 

east,  west),  (No.  ),  the 

(sink,  washtubs,  basin,  bath  tub,  etc.) 
(in,  at)  the  (kitchen,  etc.) 

Note  4  Section  309. 

346.  Remove  and  replace  with  new,  the  present  sat- 
urated woodwork  around  the  fixtures  at  the  following 
location : 

STORY    (hall,    apartment)    at  (Front,  rear, 

east,  west),           (No.  ),  the 

(sink,  washtubs,  etc.)  (in,  at)  the 

(kitchen,  etc.)  Section  309. 

347.  Properly  repair  the  (defective,  broken, 
loose)  connection  of  the  lead  trap  to  the  waste  line  of 
the  fixtures  at  the  following  location : 

STORY    apartments  at          (Front,  rear,  east,  west), 

(No.  ),  at  the           (sink,  washtubs, 

basin,  etc.)  (in,  at)  the  (kitchen, 

etc.).  Section  309. 
Note  4. 


348.    Properly  repair  the  defective  and  leaky  collar 
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connection  of  the  waste  pipe  of  the  fixtures  at  the  follow- 
ing location: 

STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ),  at  the  (sink,  washtubs, 

basin,  etc.)  (in  at)  the  (kitchen, 

etc.).  Section  309. 

349.    Repair  by  properly  closing  so  as  to  be  gas  tight 
all  openings  at  the  following  location : 
STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ),  in  the  lead  (trap,  waste, 

vent)    of  the  (sink,  washtubs,  basin, 

etc.),  (in,  at)  the  (kitchen,  etc.) 

_  Section  309. 

(350^  Provide  a  proper  screw  cap  for  the  cleanout  of 
the  trap  of  the  fixture  at  the  following  location : 
STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ),  at  the  (sink,  washtubs, 

basin,  etc.)  (in,  at)  the  (kitchen, 

etc.).  Section  309:  f 

351.    Provide  proper  waste  pipe  connection  for  the 
refrigerator  at  the  following  location : 
STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ),  in  the  (kitchen, 

etc.).  Section  309. 

Note  4. 

353.    Remove  the  present  improper  refrigerator  waste 
pipe  and  provide  proper  waste  pipe  for  the  refrigerator 
at  the  following  location : 
STORY   apartment  at         (Front,  rear,  east,  west), 
(No.  ),  (in,    at)  the 


81 


(kitchen,  etc.).  Section  309. 
Note  4. 

353.  Repair,  clear  and  cleanse  the  waste  pipes  of 
the  refrigerator  at  the  following  location : 

STORY    apartment  at  (Front,  rear,  east,  west), 

(No.             ),  (in,     at)  the 

(kitchen,  etc.).  Section  309. 

354.  Disconnect  from  the  (soil  line,  house 
drain,  waste  pipe)  the  present  improper  waste,  properly 
close  the  pipe  openings,  and  provide  a  proper  waste  pipe 
for  the  refrigerator  at  the  following  location : 

STORY    (Store,  apartment)   at  (Front,  rear, 

east,  west). 

The  waste  pipe  of  the  refrigerator  must  dis- 
charge into  a  properly  trapped,  sewer  con- 
nected, water  supplied  open  sink.  The  sink 
must  not  be  located  in  a  room  used  for  living 
purposes.  Section  309. 

Notes  2  and  4. 

355.  Arrange  so  that  it  will  discharge  into  a  properly 
trapped,  sewer  connected,  water  supplied,  open  sink  the 
waste  pipe  of  the  refrigerator  at  the  following  location: 

STORY    (Store,  apartment)   at  (Front,  rear, 

east,  west). 

The  sink  must  not  be  located  in  a  room  used 
for  living  purposes.  Section  309. 

Note  4. 

356.  Abate  the  nuisance  consisting  of  the  waste  pipe 
of  the  refrigerator  discharging  into  a  sink  in  a  living 
room  at  the  following  location : 
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STORY   apartment  at         (Front,  rear,  east,  west), 
(No.  ). 

The  waste  pipe  of  the  refrigerator  must  be 
arranged  to  discharge  into  a  properly  trapped, 
sewer  connected,  water  suppHed  open  sink  not 
located  in  a  room  used  for  living  purposes. 
Note  4.  Section  309. 

357.    Properly  close  and  seal  the  opening  in  the  pipe 
formerly  used  as  outlet  connection  for  the  (sink, 
washtubs,  basin,  bathtub,  water-closet,  etc.)  at  the  fol- 
lowing location : 
(CELLAR,  STORY)    apartment  at         (Front,  rear, 
east,  west),  (in,  at)  the 

Note  4.  Section  309. 
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PIPES. 

370.  Remove  and  replace  with  new,  the  present 
(broken,  corroded,  defective,  etc.)  (length,  branch) 
of            (cast  iron,  lead,  earthenware,  etc.)  pipe  at  the 
following  location : 

(CELLAR,  STORY)  at         (Front,  rear,  east,  west) 
of  the  (drain,  soil,  waste,  leader)  line. 

Note  4.  Section  309. 

371.  Remove  and  replace  with  new,  the  present 
(broken,  corroded,  defective,  etc.)  (trap,  fitting) 
at  the  following  location : 

(CELLAR,  STORY)  at         (Front,  rear,  east,  west) 
of  the  (sink,  water-closet,  etc.). 

Note  4.  Section  309. 

372.  Propel  ly  close  and  seal  the  opening  in  the 
(hub,  end)  of  the         (fitting,  length,  etc.)  in  the 
(cast  iron,  wrought  iron,  earthenware,  etc.)  (draiii, 
soil,  waste,  vent,  etc.)  line,  at  the  following  location: 

(CELLAR,  STORY)  at         (Front,  rear,  east,  west) 
Note  4.  Section  309. 

373.  Remove  the  (broken,  defective,  disused, 
etc.)            (length,  branch,  fitting,  etc.)  of  the 

(cast  iron,  wrought  iron,  etc.)  (drain,  soil,  waste, 

vent,  etc.)  line  and  properly  close  the  hub  opening  of  said 
line  at  the  following  location : 
(CELLAR,  STORY)  at         (Front,  rear,  east,  west) 
Note  4.  Section  309. 

374.  Properly  ream  out,  tap  and  plug,  with  screw 
plug,  the  holes  in  the  cast  iron  (drain,  soil,  waste, 
vent,  etc.)  (pipes,  traps,  etc.)  at  the  following 
location : 
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(CELLAR,  STORY)  at  (Front,  rear,  east,  west) 
Note  :  Pipe  bands  or  saddles  will  not  be  per- 
mitted. Section  309. 
Direction :  Use  only  when  openings  are  not 
larger  than  one-quarter  the  diameter  of  pipes, 
traps  or  fittings  and  never  for  openings  larger 
than  lyi"  in  diameter. 

375.  Disconnect  from  the  (waste,  vent,  etc.) 
line  the  lead  (waste,  vent,  trap)  and  reconnect 
with  properly  made  joints,  the  fixtures  at  the  following 
location : 

(CELLAR,    STORY)  (apartment  at) 

(front,  rear,  east,  west),  (No.  \ 

the  (sink,  washtubs,  basin,  bathtub,  etc.) 
(in,  at)   the  (kitchen,  etc.) 

Note  4.  Section  309. 

376.  Replace  with  properly  wiped  joints  the  present 
defective  joints  of  the  lead  pipes  leading  to  the 
(waste,  etc.)   line  from  the  fixtures  at  the  following 

location : 

(CELLAR,  STORY)    apartment  at  (Front,  rear, 

east,  west),  (No.         ),  of  the 

(sink,  washtubs,  basin,  bathtub,  etc.)  in  the 
(kitchen,  etc.).  Section  309. 

Note  4. 

377.  Replace  with  proper  (screw,  caulked) 
joints  the  present  defective  joints  of  the  (waste, 
soil,  vent)  line  from  the  fixtures  at  the  following  location; 

(CELLAR,  STORY)    apartment  at  (Front,  rea- 

east,  west),  (No.  ),  of  the 
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(Sink,  washtubs,  basin,  bathtub,  water-closet, 
etc.)  in  the  (kitchen,  etc.). 

Section  309. 

Note  4. 

378.  Recaulk  the  defective  joints  of  the  cast  iron 
(drain,  soil,  waste  leader)  pipes  at  the  following  location: 

(CELLAR,  STORY)    apartment  at  (Front,  rear, 

east,  west),  (No.  ). 

Section  309. 

Note  4. 

379.  Remove  all  obstructions  and  repair  all  defects  in 
the  (drain,  soil,  waste,  leader,  water  supply,  etc.) 

(pipes,  main  trap,  trap,  etc.)  at  the  following 
location : 

(CELLAR,     STORY)    at  (Front,    rear,  east 

west)  the  Section  309. 

380.  Extend  the  (soil,  waste,  vent)  pipes  to 
a  height  of  not  less  than  seven  feet  above  the 

ROOF 

The  pipes  must  be  provided  with  suitable 
wire  baskets  properly  secured  in  place. 

Section  309. 

Note  4. 

381.  Extend,  so  as  not  to  open  within  twenty  feet 
of  any  window  of  a  living  room,  the  (soil,  waste, 
vent)  pipes  at  the  following  location: 

(ROOF,  EXTENSION)  at  (Front,  rear,  east, 
west).  Section  300. 

Note  4. 

Direction  :  Use  where  terminal  of  pipes  are 
too  close  to  window  openings. 
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382.  Extend,  so  as  to  be  above  the  roof  of  the  adjoin- 
ing premises  at        (east,  west,  front,  rear)  the 
(soil,  waste,  vent)  pipes  at  the  following  location: 

(ROOF,  EXTENSION)    at         (Front,  rear,  east, 
west).  Section  309. 

Note  4. 

Direction :  Use  where  terminal  of  pipes  are 
too  close  to  window  openings  of  adjoining 
building. 

383.  Properly  vent  by  providing  a  branch  vent,  con- 
nected to  the  main  vent  line  and  to  the  crown  of  the  trap 
of  the  fixtures  at  the  following  location : 

(CELLAR,  STORY)    apartment  at  (Front,  rear, 

east,  west),  (No.  ),  the 

(sink,  washtub,  basin,  bathtub,  etc.) 
(in,  at)  the  (kitchen,  etc.). 

Section  309. 

Note  4. 

384.  Properly  protect  against  frost,  the  (pipes, 
fixtures)  at  the  following  location : 

(CELLAR,  HALL,  STORY)    at  (Front,  rear 

east,  west).        the  Section  300. 

385.  Regrade  to  a  uniform  grade  of  at  least  one 
quarter  inch  per  foot  the  pipes  of  the  (sink,  wash- 
tubs,  water-closet,  etc.)  at  the  following  location: 

STORY   apartment  at  (Front,  rear,  east,  west), 

(No.           ),  (in,     at)  the 

(kitchen,  etc.).  Section  309. 
Note  4. 
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LEADERS  AND  GUTTERS. 

390.  Provide  a  properly  trapped,  sewer  connected 
adequate  rain  leader  so  as  to  provide  proper  drainage 
at  the  following  location : 

(ROOF,  EXTENSION)  at 

Sections  78  and  309. 

Note  4. 

391.  Provide  a  properly  trapped,  sewer  connected, 
extra  hea\'y  cast  iron  drain  pipe  extending  vertically 
five  feet  above  the  grade  level  and  properly  connect 
thereto  the  rain  leader  at  the  following  location : 

(Front,  rear,  east,  west).  Section  309. 
Note  4. 

392.  Provide  a  proper  trap  for  the  rainleader  at  the 
following  location : 

(Front,  rear,  east,  west).  Section  309. 

Note  4. 

393.  Remove  the  present  improper  connection  and 
provide  a  properly  trapped,  sewer  connected,  extra  heavy 
cast  iron  drain  pipe,  extending  vertically  five  feet  above 
the  grade  level  and  properly  connect  thereto  the  rain- 
leader  at  the  following  location : 

(CELLAR,  YARD,  ETC.)     at  (Front,  rear, 

east,  west).  Section  309. 

Note  4. 

394.  Discontinue  the  use  of  the  rainleader  as 

(soil,  waste,  vent)  pipes  and  provide  proper  (soil, 
waste,  vent)  pipes  for  the  fixtures  at  the  following  loca- 
tion ; 
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STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ),     the  (sink,  washtub, 

water-closet,  etc.)  (in,  at)  the 

(kitchen,  etc.)  Section  309. 

Note  4. 

395.  Provide  an  adequate  rainleader  and  discontinue 
the  use  as  rainleader  the  (soil,  waste,  vent) 
pipes  at  the  following  location : 

at    (Front,  rear,  east,  west).     Section  309. 
Note  4. 

396.  Repair    the  (defective,    corroded)  rain- 
leaders  at  the  following  location : 

STORY    at  (Front,  rear,  east,  west). 

Sections  TS-Tvnd  30U.  7 '7 

397.  Provide  adequate  roof  gutters,  suitably  connected 
to  the  drainage  system,  for  proper  drainage  at  the  fol- 
lowing location : 

ROOF  Sections  -¥8  and  309.  1 1 

398.  Repair  the  (defective,  corroded)  gutter  at 
the  following  location : 

ROOF   at  (Front,  rear,  east,  west). 

Sections  78  and  309. 

399.  Readjust  and  grade  with  a  proper  slope  toward 
the  rainleader,  the  gutter  at  the  following  location: 

ROOF   at  (Front,  rear,  east,  west). 

Sections  78  and  309. 
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WATER  SUPPLY. 

410.  Provide  suitable  and  proper  appliances  to  re- 
ceive and  distribute  an  adequate  and  sufficient  supply  of 
water  at  each  story,  during  all  hours  of  the  day  and 
night.  The  water  supply  is  deficient  at  the  following 
location : 

STORY   apartment  at  (Front,  rear,  east,  west), 

(No.  ),  at  the  (sink,  washtubs, 

basins,  bathtub,  water-closet,  etc.)  (in, 
at)  the 

CD.  Section  201  —  Sections  25  and  75. 

411.  Provide  an  adequate  supply  of  water  for  the 
fixtures  at  the  following  location : 

STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ),  at  the  (sink,  washtubs, 

basins,  bathtubs,  water-closets,  etc.). 
CD.  Section  201  —  Sections  25  and  75. 

412.  Maintain  and  operate  the  water  supply  appli- 
ances, so  that  an  adequate  and  sufficient  supply  of  water 
shall  be  received  and  distributed  at  each  stoi-y  during  all 
hours  of  the  day  and  night.  The  water  supply  is  deficient 
at  the  following  location : 

STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ),  at  the  (sink,  washtubs, 

basin,  bathtubs,  water-closet)  (in,  at) 

the 

CD.  Section  201  —  Sections  25  and  75. 

413.  Repair  the  defective  and  leaky  water-supply  pipe 
at  the  following  location : 

STORY    apartment  at  (Front,  rear,  east,  westl, 

(No.  ).  Sections  78  and  309. 
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414.  Provide  suitable  faucets,  properly  connected  to 
the  water  supply  pipes  for  the  fixtures  at  the  following 
location : 

STORY   apartment  at  (Front,  rear,  east,  west), 

(No.  ),for  the  (sink,  washtubs, 

etc.)  (in,  at)  the  (kitchen,  etc.). 

Section  309. 

415.  Repair  the  defective  and  leaky  faucets  of  the 
fixtures  at  the  following  locations : 

STORY   apartment  at  (Front,  rear,  east,  west), 

(No.  ),  for  the  (sink,  washtubs, 

etc.)  (in,  at)  the  (kitchen,  etc.). 

Sections  I^and  309. 

V 

416.  Remove  the  faucet  from,  and  properly  cap  the 
opening  to  the  water-supply  pipe  at  the  following  loca- 
tion : 

STORY   apartment  at  (Front,  rear,  east,  west), 

(No.  )  (in,  at)  the 

Section  309. 

417.  Remove  the  faucet  from  the  water  supply  pipe 
and  properly  cap  the  opening  or  provide  a  properly 
supported,  properly  trapped,  sewer  connected,  open  sink 
under  the  faucet  at  the  following  location : 

(CELLAR,  STORY)        (apartment)  at  (Front, 
rear,  east,  west),         (  No.  ), 
(in,  at)  the  .  Section  309. 

418.  Provide  a  suitable  tight  cover  made  of  metal 
or  wood  covered  with  metal  for  the  water  supply  tank 
at  the  following  location. 

ROOF  Section  309. 
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419.  Provide  in  the  bottom  or  side  near  the  bottom 
an  outlet  not  less  than  four  inches  in  diameter  fitted  with 
a  quick  opening  valve  for  discharging,  in  case  of  emer- 
gency, the  contents  of  the  water  supply  tank  at  the  fol- 
lowing location : 

ROOF  Section  309. 

Note  4. 

420.  Provide  a  proper  overflow  pipe,  arranged  to 
discharge  directly  onto  the  roof,  or  into  an  open  water- 
supplied  sink,  for  the  water-supply  tank  at  the  following 
location : 

ROOF  Section  309. 

Note  4. 

421.  Discontinue  the  use  of  the  (soil,  waste, 
vent)  pipe  for  the  overflow  from  the  water  supply  tank 
and  provide  a  proper  overflow  pipe  arranged  to  discharge 
directly  on  roof  or  into  an  open  water  supplied  sink,  for 
the  water  supply  tank  at  the  following  location : 

ROOF  Section  309. 

Note  4. 

422.  Empty,  and  thoroughly  cleanse  the  interior  sides 
and  bottom  of  the  water  supply  tank  at  the  following 
location : 

ROOF  Section  80. 

423.  Repair  and  put  in  proper  condition,  or  entirely 
remove  the  water  supply  tank  at  the  following  location: 

ROOF  Section  78. 

Note:  Where  tank  is  removed,  all  pipes  must 
be  disconnected  and  properly  sealed. 
Direction :  Use  only  where  street  pressure 
of  water  supply  is  adequate  for  all  fixtures. 
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424.  Repair  the  defective  and  leaky  water  supply  tank 
at  the  following  location : 

ROOF  Section  78. 

425.  Provide  a  ball  cock  for  the  water  supply  tank 
at  the  following  location : 

ROOF  Section  309. 


426.    Properly  seal  the  pipe  connections  formerly  used 
for  the  water  supply  tank  at  the  following  location : 
ROOF  Section  300. 
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CLEANING,  PAINTING  AND  WHITE 
WASHING. 

440.  Thoroughly  cleanse,  to  the  satisfaction  of  this 
Department,  the  painted  surfaces  at  the  following  location : 

STORY  (apartment  at)  (Front,  rear,  east, 

west),  (No.  ),  the  (walls, 

ceilings,  floors)  of  the  (kitchen,  private 

hall,  1st,  2nd  rooms  from  front,  rear,  water- 
closet  compartment,  public  halls,  etc.). 

Section  80. 

441.  Thoroughly  cleanse  and  paint  with  light  colored 
paint,  the  surfaces  at  the  following  location : 

STORY  (apartment  at)  (Front,  rear,  east, 

west),  (No.  ),  the  (walls, 

and  ceilings)  of  the  (kitchen,  private, 

hall,  lst-2nd  rooms  from  front,  rear,  water- 
closet  compartments,  public  halls,  etc.). 

Section  80. 

442.  Remove  the  (torn,  loose,  filthy,  etc.)  paper 
from,  and  thoroughly  cleanse,  and  repaper  or  paint  with 
light  colored  paint,  the  surfaces  at  the  following  location. 

STORY  (apartment  at)  (Front,  rear,  east, 

west),  (No.  ),   the   walls  and 

ceilings  of  the  (kitchen,  1st,  2nd,  rooms 

from  front,  rear,  water-closet  compartment, 
public  halls,  etc.).  The  placing  of  new  paper 
over  old  is  strictly  prohibited.        Section  80. 

443.  Remove  the  paper  recently  placed  over  the  old 
paper  at  the  following  location : 

STORY         (apartment  at)  (Front,  rear,  east, 

west),  (No.  ),    on  the 

(walls,  ceilings)  of  the  (kitchen,  1st, 
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2nd  rooms  from  front,  rear,  water-closet  com- 
partment, public  hall,  etc.). 
Note  :  All  old  paper  must  be  removed  and 
the  said  surfaces  must  be  thoroughly  cleansed 
and  repapered  or  painted  with  light  colored 
paint. 

Section  80. 

444.  Remove  the  (torn,  defective,  etc.) 
(oilcloth,  carpet,  etc.)  from  the  following  location: 
STORY        (  hall,  stairs)  at  Section  80. 

445.  Cleanse  and  disinfect  to  the  satisfaction  of  this 

Department,  the  at  the  following  loca- 

tion : 

STORY   at         (Front,  rear,  east,  west).  Section  80. 

446.  Remove  the  accumulation  of  (refuse,  rub- 
bish, etc.)  from  and  maintain  in  cleanly  condition  the 
following  location : 

(YARD,    CELLAR,    COURT,    SHAFT,  AREA. 

STORY,  ETC.)    at  (Front,  rear,  east, 

west).  Section  80. 

447.  Remove  the  accumulation  of  (refuse,  rub- 
bish, sewage,  etc.)  from,  and  cleanse  and  disinfect  the 
following  locations : 

(YARD,  COURT,  CELLAR,  AREA,  STORY,  ETC.) 
at  (Front,  rear,  east,  west). 

Section  80. 

448.  Properly  cleanse  and  whitewash,  or  paint  with 
a  light  colored  paint,  the  surface  at  the  following  location : 
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(CELLAR,   SHAFTS,   COURTS,  DUMBWAITER 
SHAFTS,    ETC.)    at  (Front,  rear, 

east,  west)  (walls,  ceilings). 

SeCTIOXS  34  AND  70. 

Direction  :  Use  Section  .34  for  cellar  and  sub- 
cellar.  For  walls  of  courts  and  shafts,  except  courts  open- 
ing to  street  and  courts  built  of  light  colored  brick  or 
stone,  use  Section  79. 
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SHAFT  AND  COURTS. 

460.  Provide  a  fireproof  self-closing  door  of  sufficient 
size  so  that  proper  access  may  be  had  to  the  bottom  of 

(shaft,  court)  at  the  following  location: 
(CELLAR,    STORY)     at  (Front,   rear,  east, 

west).  Section  212. 

461.  Provide  a  window  having  an  effective  opening  of 
not  less  than  24  inches  by  30  inches  for  the  (shaft, 
court)  at  the  following  location: 

(CELLAR,    STORY)     at  (Front,   rear,  east, 

west). 

Note:  The  window  must  be  arranged  so  that 
access  through  same  to  (shaft,  court) 

may  be  easily  had,  for  cleaning.  The  sill  of 
such  window  to  be  not  more  than  three  feet 
above  the  bottom  of  the  (shaft,  court) 

or  floor  level  of  the  (room,  cellar,  etc.). 

Section  212. 

462.  Arrange  the  (fixed,  nailed)  (windov/, 
door)  so  that  it  may  be  readily  opened  and  proper  access 
afforded  to  the  bottom  of  the  (shaft,  court)  at  the 
following  location : 

(CELLAR,   STORY)     at  (Front,   rear,  east, 

west).  Section  212. 

463.  Provide  a  false  bottom  of  tongue  and  groove 
flooring  at  the  level  of  the  sill  of  the  lowest  window  of 
the  shaft  at  the  following  location : 

(CELLAR,   STORY)     at  (Front,   rear,  east, 

west).  Section  212. 

Direction :  Use  for  covered  shafts  only. 
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464.    Provide  a  stationary  ladder,  extending  from  the 
sill  of  the  lowest  window  to  the  bottom  of  the 
(shaft,  court)  at  the  following  location: 


Note  :  The  ladder  must  be  easily  accessible 
and  must  afford  proper  access  to  the 
(shaft,  court)  for  cleaning  purposes. 
Direction :  Use  where  the  sill  of  the  window 
is  more  than  three  feet  above  the  floor  of  shaft 
or  court. 


(CELLAR,   STORY)  at 
west). 


(Front,   rear,  east, 
Section  21;J. 
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MISCELLANEOUS. 

470.  Provide  a  sufficient  number  of  metal  ash  cans  for 
this  building.  Section  81. 

471.  Provide  a  sufficient  number  of  metal  garbage 
cans,  with  tight  fitting  metal  covers,  for  this  building. 

Section  81. 

472.  Provide  this  house  with  a  janitor,  housekeeper 
or  other  responsible  person,  who  shall  reside  therein  and 
have  charge  of  said  house.  Section  83. 

Direction :  Use  when  house  is  occupied  by 
more  than  12  families  and  the  public  parts 
of  the  house  are  not  kept  clean  and  free  from 
refuse,  etc. 

473.  Provide  an  adequate  chimney  with  a  proper  stove 
opening  for  the  stove  at  the  following  location : 

STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ),  in  the  (kitchen,  etc.) 

Section  230. 

Note  1. 

474.  Discontinue  forthwith,  the  use  of  the  present  in- 
adequate chimney  and  provide  a  properly  constructed 
chimney  for  the  (boiler,  furnace,  etc.)  at  the  fol- 
lowing location : 

(CELLAR,  STORY)    at        (Front,  rear,  east,  west.) 

The  use  of  the  present  flue  is  a  dangerous 
fire  hazard.  Section  309. 

Note  1. 

Direction :  Use  where  a  blower  is  used  in 
connection  with  the  heating  appliances  and 
the  walls  of  the  chimney  become  excessively 
heated. 
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475.  Remove  all  obstructions  from  and  properly  re- 
pair all  defects  in  the  chimney  at  the  following  location: 

STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ),  in  the  (kitchen,  etc.) 

Section  78. 

476.  Provide  a  proper  stove  opening,  connecting  with 
an  adequate  chimney,  for  the  stove  at  the  following 
location : 

STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ),  in  the  (kitchen,  etc.) 

Section  230. 

477.  Provide  in  the  partition,  a  proper  double,  metal, 
ventilated  thimble  12"  larger  in  diameter  than  the  smoke 
pipe  passing  through  the  partition  at  the  following  loca- 
tion : 

STORY    apartment  at  (Front,  rear,  east,  west"). 

(No.  ),  in  the  (fore  and  aft  cross) 

partition  (first,    second,    from  front, 

rear)  between  the         .  Section  309. 

478.  Repair  and  operate  the  heating  appliances  in  the 

so  as  to  prevent  all  odors  of  (coal  gas, 
smoke)  entering  the 

STORY    apartment  at           (Front,  rear,  east,  west), 

(No.           ),  the  rooms         .  Section  78. 

479.  In  conformity  with  the  Sanitary  Code,  provide 
an  adequate  supply  of  heat  for  the  apartments  at  the 
following  location ; 

STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ),  the  rooms 

480.  Abate  the  nuisance,  consisting  of  (decay- 
ing animal  matter,  dead  rats,  etc.)  by  removing  the  same 
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from  and  properly  disinfecting  the  following  location: 
STORY    apartment  at  (Front,  rear,  east,  west), 

(No.  ),  (beneath  the  floor,  in  the 

walls,  etc)  of  the  rooms         .     Section  303. 

481.  Discontinue  the  storage  of  ice,  or  provide  a 
proper  ice  box  with  properly  arranged  and  connected 
waste  pipe,  at  the  following  location : 

(CELLAR,    STORY)    at  (Front,    rear,  east 

west).  Section  309. 

482.  Abate  the  unsafe  condition  existing  in  the  halls 
by  providing  suitable  metal  window  guards  for  the  win- 
dows opening  to  (yard,  court,  street)  from  said 
halls  at  the  following  location : 

STORIES: 

Note  :  Such  guards  must  be  placed  and 
secured  across  the  lower  portion  of  said  win- 
dows on  the  stairhall  side,  and  must  extend 
to  a  height  of  not  less  than  30  inches  above 
the  tread  or  stair  landing  level  of  stairs. 

Section  309. 

483.  Rearrange  the  radio  antenna  wire  at  the  follow- 
ing location : 

ROOF 

Note:  Said  wires  must  be  kept  at  least  ten 
feet  above  the  roof  and  must  not  be  fastened 
to  any  part  of  the  plumbing  system. 

Section  62. 
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ALTERATIONS. 

I.  In  violation  of  Section  and  Subdivision  2  of 
Section  302  of  the  Multiple  Dwelling  Law  the  following 
alterations  have  been  made : 

A  —  STORY    at  (Front,  rear,  east,  west), 

Nature  of  alteration. 
B  —  STORY    at  (Front,   rear,  east,  west). 

Nature  of  alteration. 
C  —  STORY   at  (Front,   rear,  east,  west), 

Nature  of  alteration. 
Restore  the  above  premises  to  the  original  legal  con- 
dition existing  prior  to  the  making  of  said  alterations. 

Direction  :  Use  for  alterations,  which  cannot 

be  made  legal. 

II.  In  violation  of  Section  300  of  the  Multiple  Dwell- 
ing Law,  the  following  alterations  have  been  made : 

A  —  STORY    at  (Front,  rear,  east,  west). 

Nature  of  alteration. 
B  —  STORY    at  (Front,   rear,   east,  west). 

Nature  of  alteration. 
C  —  STORY   at  (Front,  rear,  east,  west), 

Nature  of  alteration. 
File  plans  and  application  with  this  Department  for 
approval  to  legalize  said  alterations,   or  restore  the 
premises  to  the  original  legal  condition  existing  prior  to 
the  making  of  said  alterations. 

Direction:  Use  for  alterations  which  may- 
be made  legal. 

Increased  number  of  apartments  in  Tenements 

III.  In  \'iolation  of  Section  247  and  300  of  the  Mul- 
tiple Dwelling  Law,  the  number  of  apartments  in  the 
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above  building  bas  been  increased  from  to  , 

by  making  tbe  following  alterations : 

A  —  STORY    at  (Front,  rear,  east,  west)  the 

former  room  apartment  has  been  sub- 

divided into  apartments,  consisting  of 

rooms  at  (Front)  and  rooms  at 

(rear)  by  (nailing,  sealing)  the  doors 

between  the  rooms  (2nd,  3rd,  4th)  from 

(front,  rear). 

Note:  The  apartment  at  (front,  rear) 

is  not  provided  with  adequate  means  of  egress 

in  case  of  fire. 
File  plans  and  application  with  this  Department  for 
approval,  to  legalize  said  alteration.  All  the  work  nec- 
essary for  the  proper  compliance  of  the  above  item(s) 
must  be  carried  out  at  once  or  said  apartments  must 
be  vacated  forthwith  and  the  building  otherwise  restored 
to  its  original  legal  occupancy. 

Direction :  Inspectors  will  give  the  following 

additional  information : 

Fixtures  present  each  apartment. 

Cooking  utensils  present  each  apartment. 

Names  of  tenants  in  each  apartment. 

IV.  In  violation  of  Sections  247  and  300  of  the  Mul- 
tiple Dwelling  Law  the  number  of  apartments  in  the  above 
building  has  been  increased  from  to  by 

making  the  following  alterations : 

A  —  STORY    at  (Front,  rear,  east,  west). 

Nature  of  alteration. 

Note:  The  apartment  is  (not)  provided  with 
fire-escapes. 
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File  plans  and  application,  with  this  Department  for 
approval,  to  legalize  said  alteration.  All  the  work  nec- 
essary for  the  proper  compliance  of  the  above  item(s) 
must  be  carried  out  at  once  or  said  apartment (s)  must 
be  vacated  forthwith  and  the  building  otherwise  restored 
to  its  original  legal  occupancy. 

Direction  :  Use  where  new  rooms  or  apart- 
ments have  been  created  in  Old  Law  Tene- 
ments. Inspectors  will  give  the  following  ad- 
ditional  inforrhation :   

Fixtures  present  in  apartment. 

Cooking  utensils  present  in  apartment. 

Name  of  tenant  in  apartment. 

Whether  or  not  apartment  is  provided  with 

adequate  means  of  egress  in  case  of  fire. 

V.    In  violation  of  Sections  235    (for  non-fireproof 
buildings),  236  (for  fireproof  buildings)  and  300  of  the 
Multiple  Dwelling  Law,  the  number  of  apartments  in 
the  above  building  has  been  increased  from  to 
by  making  the  following  alteration : 
STORY   at  (Front,  rear,  east,  west)  the  former 

room  apartment  has  been  subdivided  into 
apartments,  consisting  of         rooms  at 
(front)  and  rooms  at  (rear)  by 

(nailing,  sealing,  etc.)  the  doors  between  the 
rooms  (2nd,    3rd,    4th)  from 

(front,  rear). 

Note:  The  apartment  at  (Front,  rear) 

is  not  provided  with  adequate  means  of  egress 
in  case  of  fire. 
File    plans    and    application    with    this  Department, 
for  approval,  to  legalize  said  alteration.  All  the  work  nec- 
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essary  for  the  proper  compliance  of  the  above  iteni(s) 
must  be  carried  out  at  once  or  said  apartments  must  be 
vacated  forthwith  and  the  building  otherwise  restored  to 
its  original  legal  occupancy. 

Direction  :  Use  for  existing  tenements  erected 

after  May  15,  1902. 

Inspectors  will  give  the  following  additional 
information. 

Fixtures  present  in  each  apartment. 
Cooking  utensils  present  in  each  apartment. 
Names  of  tenants  in  each  apartment. 
Whether  or  not  apartment  is  provided  with 
adequate  means  of  egress  in  case  of  fire. 

VI.  IN  VIOLATION  of  Sections  8,  170,  300  and 
301  of  the  Multiple  Dwelling  Law,  the  above  building  has 
been  converted  to  a  Class  "A"  Multiple  Dwelling,  and 
is  now  occupied  and  being  maintained  as  such  without 
a  certificate  having  been  issued  by  this  Department. 

Restore  the  premises  to  its  original  lawful  occupancy 
or  make  said  premises  conform  to  the  requirements  of 
the  Multiple  Dwelling  Law,  subject  to  and  under  a 
permit  issued  by  this  Department. 

VII.  In  violation  of  Section  300  of  the  Multiple 
Dwelling  Law,  work  does  not  conform  to  Plan 
Nc.  in  the  following  respects : 

A.    STORY  (Nature  of  violation). 
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LIGHT  AND  VENTILATION  —  ROOMS 
AND  PUBLIC  HALLS. 
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Windows  and  Alcoves — 3'  x  5',  32J/2  square  feet,  provide  9 

Windows  and  Alcoves — size  practicable,  provide  9 

Windows — arrange  so  as  to  readily  open  10 

Rooms — kalsomine  or  paint,  white.  9 

Skylights — remove  from  over  airshafts  10 

Skylights — remove  wrappings,  obstructions,  etc.  10 

Skylights — new,  provide  10 

Skylights — new,  provide  C.  D.  11 
Skylights — existing,  provide  ridge  ventilation  of  40  square 

inches  or  movable  louvres  or  sashes  11 

Skylights — enlarge  opening  beneath  12 

Ridge  Ventilation — provide  40  square  inches  10 

Dome  Light — remove  from  beneath  skylight  12 

Wire  glass  panels — in  doors  to  public  halls,  provide  12 

Fixed  sash  windows — for  lighting  halls,  provide  12 

Artificial  Light — night  lighting,  vestibule,  provide  13 
Artificial  Light — night  lighting,  public  halls,  fire  stairs 

and  fire  tower,  provide  13 

Artificial  Light — night  lighting,  passageway,  provide  13 

Artificial  Light — daytime,  public  halls,  provide  13 

Artificial  Light — daytime,  fire  stairs,  fire  tower,  provide  13 

Artificial  Light — mail  boxes,  provide  14 

PAVING  AND  GRADING. 

Concrete — cellar  etc.,  pave  with  15 
Concrete — cellar  etc.,  pave  with  and  remove  defective 

wood  flooring  15 
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PACE 


Paving — repair  (cellar,  yard  etc.)  15 

Grade  and  pave  with  concrete — (yard,  etc.)  15 

Regrade  and  pave  with  concrete — (Yard,  etc.)  15 

REPAIRS. 

Properly  repair  16 

Provide  16 

Replace  with  new  16 

Repair  leaky  roof  16 

Plaster — repair  16 

UNLAWFUL  USE. 

Combustible  material — discontinue  storage  of,  until  permit 

is  obtained  from  Fire  Department.  17 
Feed,  Hay,  Straw,  Combustible  Material,  etc. — discontinue 

storage  of  17 

Carpenter  Shop — discontinue  17 

Bakery — discontinue  or  close  openings  to  public  parts  17 
Bakery — discontinue  or  fireproof  walls,  ceilings,  etc.,  and 

close  openings  to  public  parts.  18 

Bakery — repair  mechanical  apparatus  of  dumbwaiter  18 

Bakery — remove  dumbwaiter  and  close  openings  18 

Horse,  cow,  swine,  pigeons,  etc. — discontinue  keeping  of  19 
Basement  and  Cellar  Rooms — discontinue  use  and  remove 

fixtures  19 
Basement  and  Cellar  Rooms — discontinue  use  of  rooms 

that  cannot  be  made  to  conform  to  law  19 
Basement  and  Cellar  Rooms — discontinue  use  or  make 

conform  to  law  19 

Basement  and  Cellar  Rooms — obtain  permit  20 

Overcrowding — discontinue  20 

Rooming  and  Lodging  House — discontinue  use  21 
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Furnished  Rooms — discontinue  use  20 
Furnished  Rooms — discontinue  use  or  provide  adequate 

fire  egress  21 
Sleeping  or  Living — in  boiler  room,  fuel  bin,  etc.,  dis- 
continue 21 
Business  in  Residence  Zone — discontinue  21 
Business — maintenance  prohibited  in  Business  Zone  22 
Manufacturing  Business  and  Employment  Agency — dis- 
continue or  arrange  so  as  to  conform  to  law  22 
Business — Paint   shops,   Dance   Halls,   Kitchens,  Push 

Cart  Stables,  etc.,  discontinue  or  make  conform  to  law  23 

Business — Discontinue  or  make  conform  to  law  24 

Business  Manufacturing — discontinue  25 

FIRE  EGRESS  AND  PROTECTION. 

Fire-escapes — provide  26 

Fire-escapes  or  Sprinkler  System — provide  26 
Fire-escapes — provide  and  remove  vertical  ladders.  Chain 

cable  26 
Fire-escapes — arrange  so  as  to  be  accessible  or  vacate 

rooms  27 
Fire-escapes — provide,  and  remove  wooden  porches,  etc.  27 
Fire-escapes — balcony,  provide  27 
Fire-escapes — provide  or  cut  door  opening  27 
Fire-escapes — balcony,  provide,  extension  28 
Fire-escapes — balcony  and  landing  platform,  provide,  ex- 
tension 28 
Fire-escapes — extend  so  as  to  provide  landing  30 
Fire-escapes — extend  so  as  to  take  in  windows  of  apart- 
ments 3Q 
Fire-escapes — extend  so  as  to  clear  extension,  shed,  etc.  31 
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Fire-escapes — Repair  by  : 

Replacing — defective,  missing  34 

Adjusting — drop  ladder  34 

Providing  stop — drop  ladder  34 

Replacing  angle  iron  supports  of  treads  34 

Rivetting — floor  slats  to  battens  34 
Extending  floor  slats  so  as  to  extend  beyond  brackets  34 

Providing — additional  brackets  35 

Securing — ladders,  stairways,  to  brackets  35 

Securing — top  rail  through  wall  35 

Securing — top,  bottom  rails  to  return  rails  35 

Filling  in  holes  around,  brackets,  rails  35 

Bracing  hand  rails  to  strings  35 

Providing  adequate  handrails  35 

Properly  securing  (treads,  rungs)  to  strings  35 

Splicing  with  splice  plates- — top  bottom  rails  35 

Securing  bottom  rails  to  brackets  35 

Providing  additional  battens  35 

Securing  top  rails  to  separate  bolt  ends  35 

Leading  or  cementing — rails,  into  wall  36 
Securing — rails,  braces,  strings,  to  wall  with  1%" 

wood  screws  36 

Splicing — floor  slats  36 

Removing  floor  slats  resting  on  bottom  rails  36 

Securing  floors  to  brackets  36 

Resetting  bracket  braces  to  bear  on  wall  36 

Removing — brackets,  and  replacing  with  new  36 
Replacing — angle  iron,  at  foot  of  gooseneck  ladder 

with  2"  X  Vz"  bar.  36 
Removing   defective  floor  slats  and  replacing  with 

new  36 

Providing  floor  slats  36 
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Closing  unnecessary  openings  36 
Bracing  railings  with  outside  braces  37 
Replacing  outside  braces  37 
Splicing  strings  of  vertical  ladder  37 
Providing  railings — filling  in  bars  37 
Closing  with  rails  and  standards  the  unnecessary- 
openings,  gateway  37 
Rivetting  standards  to  rails  37 
Providing  tie  or  suspension  rods  37 
Fire-escapes— additional,  remove  or  make  conform  to  law  40 
Fire-escapes — additional,  remove  40 
Fire-escapes — do  not  conform  to  law  (F.  Card  applied)  42 
Fire-escapes — remove,  when  items  are  complied  with  42 
Party  wall  balconies — close  opening  in  party  wall  or 

make  fire-escapes  conform  to  law  40 

Landing  platform — and  guide  rod  drop  ladder,  provide  29 
Landing  platform — and  guide  rod  drop  ladder,  over  store 

cornice  provide  29 
Grating — landing,  over  area,  provide  29 
Grating — over  area,  support  and  repair  42 
Vertical  ladder  and  Cable  fire-escapes — remove  and  re- 
place with  legal  fire-escapes  26 
Vertical  Ladders — remove  and  replace  with  stairways  32 
Vertical  ladders — reset  so  as  to  provide  14"  passageway  32 
Vertical  ladders — reset,  parallel  to  wall  32 
Vertical  ladders — reset,  so  as  to  be  continuous  32 
Stairways — reset,  so  as  to  provide  14"  passageway  32 
Stairways — provide  40 
Stairways — wooden,  defective,  remove  and  replace  with 

fireproof  stairway  41 

Drop  ladder — guide  rod  drop  ladder,  provide  33 

Drop  ladder — shoe  or  lugs  at  bottom,  provide  34 
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Gateway  and  Guide  Rod  drop  ladder,  provide  33 
Gateway — and  guide  rod  drop  ladder,  provide,  close  open- 
ing in  floor  33 
Gateway — provide  33 
Gateway — provide  in  rail,  area  34 
Gateway — provide,  close  opening  in  floor  33 
Hatchway  openings — enlarge  to  21"  x  28"  37 
Hatchway  openings — provide,  21"  x  28"  37 
Hatchway  openings— enlarge  to  21"  wide  and  6'6"  head- 
room 38 
Hatchway  openings — provide  21"  wide  and  6'6"  headroom  38 
Hatchway  openings — remove  obstructing,  bracket,  floor 

slats  38 
Gooseneck  ladder  or  stairway — to  roof,  provide 
Gooseneck  ladder  or  stairway — remove  defective  and  re- 
place with  new 
Gooseneck  ladder — shift  so  as  to  provide  14"  passageway 
Gooseneck  ladder — provide  egress  from  by  cutting  gate  in 

fence  ■'^ 
Gooseneck  ladder — remove  and  provide  balcony  connected 

to  landing  platform,  extension  roof 
Gooseneck  ladder — remove  and  provide  balcony  with  guide 

rod  drop  ladder,  extension  roof  39 
Windows  to  fire-escapes — hinging 

Windows  to  fire-escapes — remove  bars,  gates  ^3 
Windows  to  fire-escapes — enlarge  to  24"  x  30"  43 
Windows  to  fire-escapes- — lower  sills  to  within  3'  of  floor  43 
Windows  to  fire-escapes — lower   sills  to  within  16"  of 

floor  of  fire-escapes  43 
Window  openings  to  public  halls — Non-fireproof  shaft — 

Close  or  proivde  F.  P.  windows  58 
Obstructions,  etc. — remove  from  beneath  fire-escapes  41 
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Obstructions  etc. — fire-escapes,  remove  and  keep  free  from  44 
Obstructions — fire-escapes,  signs,  clothes  hangers,  etc., 

remove  44 
Obstructions,  etc. — fire-escapes,  partition,  bar,  brace,  re- 
move 44 
Obstructions,  etc. — partition,  door,  remove  44 
Guard  rails — for  sk>'light,  extension,  provide  41 
Covers  over  areas — wood,  defective,  remove  and  replace 

with  iron  grating  41 

Paint — fire-escapes  44 

Fireproof  passageway   or  gate  in  fence — yard,  provide  45 

Fireproof  passageway — ^yard  to  street,  provide  46 

Fireproof  passageway — doors,  gates,  remove  46 

Gate  in  fence — extension  roof,  provide  45 

Gate  in  fence — yard,  arrange  to  open  46 

Gate  in  fence — roof,  provide  46 

Stairway  to  proposed  gate  in  fence — ^yard,  provide  45 

Stairway  to  top  of  wall  fence — yard,  provide  45 

Extension  ceiling — fireproof  47 

Extension  ceiling — fireproof  47 

Cellar  ceiling — fire  retard  47 

Separating  wall — entrance  hall,  fire-retard  47 

Bulkhead — provide  47 

Bulkhead — stairway,  provide  48 

Bulkhead — stairway,  handrail,  provide  49 

Bulkhead — cover  outside  with  metal  49 

Bulkhead — fire-retard  inside  49 

Bulkhead — self-closing,  fire-retarded  door,  provide  49 

Bulkhead — obstructions,  remove  53 

Bulkhead — lock,  etc.,  remove  52 

Scuttle— opening,  31"  x  28"  provide  49 
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Scuttle — opening,  2'  x  3'  provide  50 

Scuttle — opening,  enlarge,  21"  x  28"  50 

Scuttle — opening,  enlarge,  2'  x  3'  51 

Scuttle — opening  in  ceiling  under,  enlarge  to  2l"  x  28"  51 

Scuttle — opening  in  ceiling  under,  enlarge  to  2'  x  3'  51 

Scuttle  cover — metal  sheathing,  outside,  provide  51 

Scuttle  cover — hinges,  provide  52 

Scuttle  ladder — stationary  iron,  provide  51 

Scuttle  ladder — make  stationary  52 

Scuttle  ladder — remove  portion  of  obstructing  banister  52 

Scuttle  ladder — reset  so  as  to  afford  access  52 

Scuttle  lock,  etc. — remove  53 

Scuttle  closet — door,  remove  52 
Paints,  oils,  etc. — discontinue  storage,  or  glaze  with  wire 

glass,  transoms,  windows  53 
Paints,  oils,  etc. — discontinue  storage  or  provide  fireproof 

doors  53 

Transoms — make  stationary  57 

Doors,  windows — replace  present  glass  with  wire  glass  53 

Doors  to  dumbwaiter  shaft — fireproof,  provide  55 

Doors — to  public  halls,  fire  stairs,  etc.,  fireproof,  provide  55 

Doors — refit  56 

Doors — self-closing  device,  provide  56 

Door  openings — close  or  provide  F.  P.  S.  C.  doors  58 
Inside  basement  or  cellar  stairway — fire-retard  soffits 

above  53 
Inside  basement  or  cellar  stairway — enclose  in  fire-retard- 
ed partitions  54 
Inside  basement  or  cellar  stairway — fire-retard  enclosing 

partition  and  soffits  above  54 
Inside  cellar  stairs — enclose  in  stud  partitions,  fire-retard- 
ed or  plastered  on  both  sides  54 
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Inside  cellar  stairs — fire-retard  soffits  of  55 

Inside  cellar  stairs — close  space  between  treads  55 

Inside  cellar  stairs — door,  fireproof,  provide  55 

Stair — damaged  or  burned,  fire-retard  all  stories  56 

Stair — damaged  or  burned,  fire-retard  56 

Hall— stair,  increase  in  width  to  2'6"  57 

Entrance  hall — increase  in  width  to  2'8"  57 

Entrance  independent — ^from  outside  to  cellar,  provide  57 
Entrance  independent — from  outside  to  cellar,  iron  ladder 

or  fireproof  stair,  provide  57 

Entrance  independent — grating  over,  locks  remove  57 

COOKING  SPACES. 

Cooking  Closets,  etc. — arrange  and  fire-retard  59 

Cooking  Closets,  etc. — arrange  and  fire-retard  59 

Cooking  Closets,  etc. — arrange  and  fire-retard  60 

Cooking  Oosets,  etc. — extend  partitions  to  ceiling  .61 

Cooking  Closets,  etc. — artificial  means  of  lighting,  provide  61 
Cooking  space — discontinue  illegal  use  of  bathroom,  etc. 

as  61 

Cooking  space — gas  or  electricity,  provide  61 

Cooking  apparatus — fire-retard,  2'  beyond  61 
Cooking  apparatus — cover  with  18  gauge  metal  wooden 

shelving,  etc.  62 

DRAINAGE. 

House  drain — provide  63 

House  drain — provide  and  remove  cesspool  63 
House  drain — earthenware  defective,  remove  and  provide 

new  63 

House  drain — support  63 

Pipes — rsgrade  63 
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Drain — for  yard,  court,  etc.,  provide  64 

Drain — for  yard,  court,  provide  and  concrete  surface  64 

Drain — for  yard,  court,  provide  and  grade  surface  64 

Drain — trap,  provide  64 

Drain — drainage  inlet,  provide  65 

Drain — strainer,  provide  65 

Fresh  air  inlet — clear  of  obstructions  65 

Fresh  air  inlet — repair  65 

Handhole  cover — provide  65 

Waste  water,  etc.  flowing  to  street,  yard — discontinue.  66 

WATER  CLOSET  ACCOMMODATIONS. 

Water  closets,  etc. — remove  from  yard  etc.  and  provide 

within  the  building  67 
Water  closets,  etc. — remove  from  yard  68 
Water  closets — additional,  provide  68 
Water  closets — remove  from  unlighted,  unventilated  com- 
partments and  provide  new  (250)  68 
Water  closets — remove  from  unlighted,  unventilated  com- 
partment and  provide  new  (200)  69 
Water  closets — remove  from  cellar  and  provide  new 

(250)  69 
Water  closets — remove  from  cellar  and  provide  new 

(200)  70 
Water  closets — pan,  offset,  plunger,  long  hopper,  remove 

and  replace  with  new  69 
Water  closets — provide  separate  69 
Water  closets — arrange,  so  as  to  be  accessible  to  apart- 
ments 70 
Water-closets — increase  in  width  to  2'4"  70 
Water-closets — window,  provide  70 
Water-closets — partitions,  extend  to  ceiling  70 
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Water-closets — enclose  in  plastered  partitions  74 
Water-closets — provide  partitions  71 
Water-closets — night  lighting,  provide  71 
Water-closets — floor,  replace  with  stone,  slate,  tile,  etc.  71 
Water-closets — bowl,  reset  71 
Water-closets — flushing  apparatus,  provide  72 
Water-closets — flushing  apparatus,  repair  flush  pipe,  con- 
nection repair  72 
Water-closets — flush  pipe,  replace  with  new  72 
Water-closets — flush,  repair  72 
Water-closets — wood  work,  front,  remove  73 
Water-closets — surfaces  beneath,  maintain  in  good  repair  73 
Water-closets — drip  trays,  remove  73 
Water-closets — safes  under,  seal  connections  73 
Water-closets — surfaces  under,  cleanse  and  paint 
Water-closets — remove  obstructions  ^* 
Water-closets — seat,  provide  "^^ 
Water-closets — seat,  readjust  '^'^ 
Water-closet  compartment — provide  lock  and  keys  for 
Water-closet  compartment — C.  D.  —  provide  light  and 
ventilation 

Sink — provide  76 

SINKS. 

Sink — reset  and  provide  support  76 

Sink — remove  woodwork  •  76 

Sink — metal  flashings,  remove  76 

Sink — cleanse  surface  under  and  paint  77 

PLUMBING  FIXTURES. 

Replace  with  new  78 

Remove  disused  fixtures  78 

Wash  tub  covers — replace  with  new  78 


116 


PAGE 

Faucets — replace  with  new  78 
Trap — for  sink,  wash  tubs,  etc.,  provide  79 
Waste  pipe  connections — for  sink,  washtubs,  etc.,  provide  79 
Wood  work  around  sink,  wash  tubs,  etc. — replace  79 

Lead  trap  connections — repair  79 

Lead  traps  and  pipes — openings,  close  gas  tight  80 

Screw  cap — provide  80 

Collar  connection — repair  79 

Refrigerator — waste  pipe  connections,  provide  80 
Refrigerator — remove  improper  waste  connections  and 

provide  proper  80 
Refrigerator — waste  pipe,  clean  and  repair  81 
Refrigerator — waste  pipe,  arrange  to  discharge  into  sink 
Refrigerator — waste  pipe,  disconnect  from  soil  line,  etc. 

and  arrange  to  discharge  into  sink  81 
Refrigerator — waste  pipe,  discontinue  use  of  sink  in  apart- 
ment to  receive  discharge  81 
Pipe  opening — formerly  used  for  sink,  etc.,  seal  82 

PIPES. 

Length — Branch,  replace  with  new  83 

Trap — Fitting,  replace  with  new  83 

Hub — End,  seal  83 

Disused,  etc. — length  branch,  remove  and  seal  openings  83 

Pipes — Traps,  ream  out,  tap  and  plug  83 

Joints — defective,  replace  with  new  84 

Joints — defective,  replace  with  new,  wiped  84 

Joints — defective,  replace  with  screw,  caulked  84 

Joints — defective,  recaulk  85 
Obstruction — from  drain,   leader,  water    supply  pipes, 

remove  85 

Soil  line,  etc. — extend  to  7'  above  roof  85 
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Soil  line,  etc. — extend  so  as  not  to  open  within  20'  cf  85 
windows 

Soil  line,  etc. — extend  above  roof  of  adjoining  building  35 

Traps — ^vent,  by  providing  branch  vent  86 

Frost — protect,  pipes,  fixtures,  against  86 

Pipes — regrade  86 

LEADERS  AND  GUTTERS. 

Rainleader — provide  87 

Rainleader — trap,  provide  87 

Rainleader  drain  pipe — provide  87 
Rainleader — drain  pipe  improper,  remove  and  provide 

proper  87 

Rainleader — discontinue  use  of,  as  soil  line,  etc.  87 
Rainleader — provide  and  discontinue  use  of  soil  line,  etc. 

as  88 

Rainleader— repair  88 

Gutters  roof — provide  88 

Gutters  roof — repair  88 

Gutters  roof — readjust  and  grade  to  rainleader  88 

WATER  SUPPLY. 

Provide  suitable  and  proper  appliances  89 

Maintain  and  operate  appliances  89 

Water  supply — adequate  provide  89 

Water  supply  pipe — repair  89 

Faucets — provide  90 

Faucets — leak}',  repair  90 

Faucets — remove  from  water  supply  pipe  and  seal  opening  90 

Faucets — remove  from  water  supply  pipe  or  provide  sink  90 

Roof  tank — cover,  pro\'ide  90 

Roof  tank  outlet — provide  91 
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Roof  tank  overflow  pipe — discontinue  use  of  soil  line  and 

provide  proper  91 

Roof  tank  overflow  pipe— arrange  to  discharge  into  sink 

or  directly  on  to  roof  91 
Roof  tank — empty  and  cleanse  interior  91 
Roof  tank — repair  or  remove  91 
Roof  tank — repair  92 
Roof  tank,  ball  cock — provide  92 
Roof  tank — seal  pipes  formerly  used  in  connection  there- 
with 92 

CLEANING,  PAINTING  AND 
WHITEWASHING. 

Walls,  ceilings,  floors — cleanse  93 
Walls,  ceilings — cleanse  and  paint  93 
Walls,  ceilings — paper  remove  and  paint  or  repaper  sur- 
faces 93 
Walls,  ceilings — remove  paper  recently  placed  over  old 

paper  93 

Oilcloth,  carpet — remove  94 

Cleanse  and  disinfect  94 

Rubbish,  etc. — remove  94 

Rubbish,  etc.- — remove  and  disinfect  94 

Whitewashing — cellar,  courts,  shafts,  etc.  94 

SHAFTS  AND  COURTS. 

Access — fireproof  door,  provide  96 

Access — window,  provide  96 

Access — window  arrange  to  readily  open  96 

Access — False  bottom,  provide  96 

Access — ladder,  provide  97 
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MISCELLANEOUS. 

Ash  receptacles — provide  98 
Garbage  receptacles — provide  98 
Janitor — provide  98 
Chimney  and  stove  opening — provide  98 
Chimney — discontinue  use  and  provide  adequate  gg 
Chimney — obstructions,  remove  99 
Stove  opening  connecting  with  chimney — provide  99 
Thimble — ventilating,  for  smoke  pipe,  provide  99 
Coal  gas,  etc. — repair  and  operate  the  heating  appliances 

so  as  to  prevent  99 
Heat — adequate  supply,  provide  99 
Decaying  animal  matter,  dead  rats,  etc. — under  floor,  in 

walls,  etc.,  abate  nuisance  from  99 

Ice — discontinue  storage  or  provide  ice  box  100 

Window  guards — provide  100 

Radio  antenna  wires — rearrange  100 

ALTERATIONS. 

I.    Alterations  which  cannot  be  made  legal  101 

II.    Alterations  which  can  be  made  legal  101 

III.  Sub-divided  apartments — Old  Law  tenements  101 

IV.  Apartments  increased — Old  Law  Tenements  102 
V.    Subdivided  apartments — Tenements    erected  after 

May  15,  1902  103 

VI.  Illegal  Conversions  104 

VII.  Alterations  which  do  not  conform  to  plan  104 
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